
8719157014571 Noxion LED Downlight Slim V2.0 IP44 12W 3000K Cutout ø150mm Frame ø170mm 12 53 30001200

8719157014588 12 53 40001200

8719157014595 20 88 30002000

8719157014601 20 88 40002000

8719157014618 24 105 30002400

8719157014625 24 105 40002400

Noxion LED Downlight Slim V2.0 IP44 12W 4000K Cutout ø150mm Frame ø170mm

Noxion LED Downlight Slim V2.0 IP44 20W 3000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 20W 4000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 24W 3000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 24W 4000K Cutout ø200mm Frame ø225mm

100

100

100

100

100

100

©  2020 Noxion B.V. - All rights reserved. Page 1 of 4

DOWNLIGHT LED SLIM V2.0

DESCRIPTION
Le LED Downlight Slim V2.0 est un luminaire encastré qui peut remplacer 
les luminaires encastrés CFL et PL-C. Sa source lumineuse LED intégrée 
peut durer jusqu'à 50.000 heures, permettant des économies 
supplémentaires sur les coûts de maintenance et de remplacement. Sa 
conception ultra-mince rend le Downlight Slim adapté aux plafonds dans 
les couloirs et les zones communes, il peut être utilisé dans les bureaux, 
les hôtels, les restaurants et les hôpitaux.

Le Downlight Slim V2.0 fournit une lumière uniforme et sans scintillement. 
Ce luminaire a une efficacité allant jusqu'à 100 lumens par watt, ce qui 
signifie qu'il générera au moins jusqu'à 50% d'économies d'énergie. En 
raison de l'excellent rapport qualité-prix, le retour sur investissement est 
rapide et garanti.

CARACTÉRISTIQUES
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50,000hrs

50,000hrs

50,000hrs

50,000hrs

50,000hrs

50,000hrs

OPTIONS

• 1-10V Dimmable
• DALI
• IP44

ans
de garantie

Bureaux Hôtels Restaurants Commerces Logements

EAN Description produits Puissance
(W)

Lumen
(LM)

Kelvin
 (K)(lm/W)

(mA)

CRI Équivalent Durée de vie
(hrs)

Efficacité Courant 
d'entrée



Indice de protection
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173*175*45 490*370*360* 17.8420

173*175*45 490*370*360* 17.8420

228*230*45 480*470*460 14.88620

228*230*45 480*470*460 14.88620

228*230*72 490*480*470 14.88620

228*230*72 490*480*470 14.88620
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24

24

24

24

SPÉCIFICATIONS EMBALLAGE

CARACTÉRISTIQUES TECHNIQUES

Spécifications techniques

Dimmable

Angle de diffusion

IP

IK

Drivers intégré

Glow Wire Test

Driver Built in (Yes/No)

Non Dimmable

120º

IP44

IK02

Class II

Oui

650º

Non

Propriétés des matériaux

Boîtier de protection

Couleur (Boîtier)

Optique

SPCC+Aluminum

White (RAL9010

IP44

Caractéristiques physique

Diamètre (mm)

Taille de coupe ø (mm) 

Profondeur d'installation (mm)

12W:170  20W&24W:225

12W:150  20W&24W:200

19

Spécifications électriques

Fréquence (Hz)

Voltage (W)

AC/DC

Facteur de puissance

50/60

220-240

AC

0.9

Utilisation

Température -20℃~+40℃

Certifications

Certifications driver

Certifications d'installation

Rapports d'éssai

CE / RoHS

CE / RoHS

LM79 / LM80

8719157014571 Noxion LED Downlight Slim V2.0 IP44 12W 3000K Cutout ø150mm Frame ø170mm

8719157014588

8719157014595

8719157014601

8719157014618

8719157014625

Noxion LED Downlight Slim V2.0 IP44 12W 4000K Cutout ø150mm Frame ø170mm

Noxion LED Downlight Slim V2.0 IP44 20W 3000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 20W 4000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 24W 3000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 24W 4000K Cutout ø200mm Frame ø225mm

Downlights LED
Slim 20W

Xitanium 32W 0.75A 42V I 230V

Downlights LED
Slim 24W

Downlights LED
Slim 12W

SPÉCIFICATIONS DRIVER

Xitanium 15W 0.35A 42V I 230V Xitanium 21W 0.5A 42V I 230VDriver

Inrush current I    (A)peak

Inrush current T    (µs)width

11

Downlights LED
Slim V2.0 24W
1-10V Dimmable

Downlights LED
Slim V2.0 12W
1-10V Dimmable

Xitanium 30W 0.7A 42V 1-10V 230V IXitanium 15W 0.35A 42V 1-10V 230V I Xitanium 21W 0.5A 42V 1-10V 230V I

Downlights LED
Slim V2.0 20W
1-10V Dimmable

Driver

Inrush current I    (A)peak

Inrush current T    (µs)width

200

11

200

17

250

9.96.8 8.9

150100 92

Item

Downlights LED
Slim V2.0 24W
DALI

Downlights LED
Slim V2.0 12W
DALI

Xitanium 36W/m 0.3-1.05A 54V S TD 230VXitanium 20W/m 0.15-0.5A 54V S TD 230V Xitanium 20W/m 0.15-0.5A 54V S TD 230V

Downlights LED
Slim V2.0 20W
DALI

Driver

Inrush current I    (A)peak

Inrush current T    (µs)width

1818 18

250250 250

Item

Item

Remarques

Input voltage 230V
Input Voltage 230V
measured at 50% I peak

Input voltage 230V
Input Voltage 230V
measured at 50% I peak

Input voltage 230V
Input Voltage 230V
measured at 50% I peak

Remarques

Remarques

Item Description

Dimensions (mm) Dimensions (mm)

Boîte 1 produit Boîte multi-produits

Poids Unités par Poids



SPÉCIFICATIONS PHOTOMÉTRIQUES

DIMENSIONS
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19±1 225±1

193

19±1 170±1

143

Cutout ø150mm Frame ø170mmCutout ø200mm Frame ø225mm

Front Back

8719157014571 8719157014588

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

83.35

166.70

250.05

333.41

416.76
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8719157014595

8719157014625

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

150.32

300.65

450.97

601.29

751.62

8719157014601

8719157014618

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

189.09

378.18

567.27

756.36

945.45


