
©  2020 Noxion B.V. - All rights reserved.

DESCRIPTION
The LED Highbay Linea is an industrial pendant luminaire that is extremely suitable 

luminaire is splash- and dust-resistant, which makes maintenance unrequired 

daylight sensors can be used to control the luminous intensity, which can yield 

system is also possible. The Highbay has a plug & play installation through the pre-

OPTIONAL
• Daylight Sensor
• Motion Sensor
• Bracket
• 7 year warranty

SPECIFICATIONS

LED HIGHBAY LINEA

APPLICATIONS

Item description
Power

Lumen
Input 
current CRI

Lifespan 

IP65 IK10120
lm/W

Industry Station

Supermarket
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Dimmable

IP IP65

IK

Protection class I

Glow wire test

Mechanical properties

Housing material

Black

Optic Polycarbonate

Operating temperature

Electrical supply

DC

Power factor

CE

Test reports

TECHNICAL SPECIFICATIONS

DETAILS

PACKAGING INFORMATION

Item

Item description
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PHOTOMETRIC SPECIFICATIONS

 Highbay Linea Highbay Linea Highbay Linea Highbay Linea Highbay Linea Highbay Linea Remarks

 

Inrush current Ipeak 65 65 peak

Inrush current Twidth peak

SPECIFICATIONS DRIVER

Luminous emittance 1 / Polar LDC
Highbay Linea 150W 4000K CRI>80 60°x90°

Luminous emittance 1 / Cone diagram
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E(C0) 1650826.1°
E(C90) 889643.1°
E(0°) 45475

E(C0) 412726.1°
E(C90) 222443.1°
E(0°) 11369

E(C0) 183426.1°
E(C90) 98843.1°
E(0°) 5053

E(C0) 103226.1°
E(C90) 55643.1°
E(0°) 2842

E(C0) 66026.1°
E(C90) 35643.1°
E(0°) 1819

E(C0) 45926.1°
E(C90) 24743.1°
E(0°) 1263

C0 - C180 (Beam angle: 52.2°)
C90 - C270 (Beam angle: 86.2°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.490.50
0.94

1.0 0.981.0
1.9

1.5 1.51.5
2.8

2.0 2.02.0
3.7

2.5 2.42.5
4.7

3.0 2.93.0
5.6

Luminous emittance 1 / Polar LDC
Highbay Linea 90W 4000K CRI>80 40°x130°

Luminous emittance 1 / Cone diagram
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E(C0) 1174319.2°
E(C90) 152662.6°
E(0°) 27763

E(C0) 293619.2°
E(C90) 38262.6°
E(0°) 6941

E(C0) 130519.2°
E(C90) 17062.6°
E(0°) 3085

E(C0) 73419.2°
E(C90) 9562.6°
E(0°) 1735

E(C0) 47019.2°
E(C90) 6162.6°
E(0°) 1111

E(C0) 32619.2°
E(C90) 4262.6°
E(0°) 771

C0 - C180 (Beam angle: 38.4°)
C90 - C270 (Beam angle: 125.2°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.350.50
1.9

1.0 0.701.0
3.9

1.5 1.01.5
5.8

2.0 1.42.0
7.7

2.5 1.72.5
9.6

3.0 2.13.0
12

Luminous emittance 1 / Polar LDC
Highbay Linea 120W 4000K CRI>80 60°x90°

Luminous emittance 1 / Cone diagram

4000

6000

8000

cd 14400 lm
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

E(C0) 1458824.8°
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E(C90) 195342.5°
E(0°) 9679

E(C0) 162124.8°
E(C90) 86842.5°
E(0°) 4302

E(C0) 91224.8°
E(C90) 48842.5°
E(0°) 2420

E(C0) 58424.8°
E(C90) 31242.5°
E(0°) 1549

E(C0) 40524.8°
E(C90) 21742.5°
E(0°) 1075

C0 - C180 (Beam angle: 49.6°)
C90 - C270 (Beam angle: 85.0°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.460.50
0.92

1.0 0.921.0
1.8

1.5 1.41.5
2.7

2.0 1.82.0
3.7

2.5 2.32.5
4.6

3.0 2.83.0
5.5

CIRCUIT BREAKER

B16

C16

4pcs

8pcs

90W

7pcs

12pcs

90W
DALI

120W 120W
DALI

150W 150W
DALI

4pcs

8pcs

5pcs

9pcs

4pcs

8pcs

5pcs

9pcs


