
©  2021 Noxion B.V. - All rights reserved. Page 1 of 4

Noxion LED BOLT G4, G9 & GY6.35

DESCRIPTION

2

APPLICATIONS

Office Hotel Restaurant Retail Residence

Noxion LED Bolt capsule bulbs are energy efficient retrofit replacements 
for conventional halogen capsules. They are ideal for small light fittings 
such as chandeliers, cabinet lighting or general lighting. This series 
offers three different pin: G9, G4 or GY6.35 of choice; G9 for mains 
voltage 220-240V and G4, GY6.35 for 12V voltage.

Noxion LED Bolt has an average rated lifetime hours of 15000 hours, 
guaranteeing maintenance cost savings when switching from halogen to 
LED. 

8
G9 3.5W Dim

5
G9 1.9W ND

7
G9 2W ND

6
G9 2.6W ND

10
G9 4.8W ND

9
G9 3.8W ND

3
G4 2W Dim

1
G4 0.9W ND

2
G4 1.8W ND

4
GY6.35 2.6W ND



EAN Item description
Power
(W)

Voltage
(V)

Starting 
Time

Equivalent
(W)

8719157019774 0.9 12 <0.5s10

8719157019811 0.9 12 <0.5s10

8719157019781 1.8 12 <0.5s20

8719157019798 1.8 12 <0.5s20

8719157019743 2.0 12 <0.5s21

Noxion LED Bolt G4 12V 0.9-10W 827 ND

Noxion LED Bolt G4 12V 0.9-10W 830 ND

Noxion LED Bolt G4 12V 1.8-20W 827 ND

Noxion LED Bolt G4 12V 1.8-20W 830 ND

Noxion LED Bolt G4 12V 2-21W 827 DIM

Input
Frequency(Hz)

50/60

50/60

50/60

50/60

50/60

ELECTRICAL DATA

8719157019750 1.9 220~240 <0.5s21

8719157019668 1.9 220~240 <0.5s21

8719157019682 2.6 220~240 <0.5s30

8719157019675 2.0 220~240 <0.5s21

8719157019705 2.0 220~240 <0.5s21

Noxion LED Bolt G9 1.9-21W 827 ND

Noxion LED Bolt G9 1.9-21W 830 ND

Noxion LED Bolt G9 2.6-30W 827 ND

Noxion LED Bolt G9 2-21W 827 ND

Noxion LED Bolt G9 2-21W 830 ND

50/60

50/60

50/60

50/60

50/60

8719157019651 Noxion LED Bolt G9 3.5-32W 827 DIM 3.5 220~240 <0.5s32

8719157019767 3.8 220~240 <0.5s40

8719157019804 3.8 220~240 <0.5s40

8719157019699 4.8 220~240 <0.5s48

Noxion LED Bolt G9 3.8-40W 827 ND

Noxion LED Bolt G9 3.8-40W 830 ND

Noxion LED Bolt G9 4.8-48W 827 ND

50/60

50/60

50/60

50/60

Lamp
Current (mA)

130

130

250

250

180

19

19

24

10

10

16

36

36

40

Power
Factor

>0.5

>0.5

>0.5

>0.5

>0.9

>0.4

>0.4

>0.4

>0.4

>0.4

>0.9

>0.4

>0.4

>0.4
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2

1

1

2

8719157019712 4.8 220~240 <0.5s48

8719157019729 1.9 12 <0.5s28

8719157019736 3.8 12 <0.5s28

Noxion LED Bolt G9 4.8-48W 830 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 827 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 830 ND

50/60

50/60

50/60

40

350

350

>0.4

>0.5

>0.5
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G9

GY6.35
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EAN Item description
Lumen
(lm)

Colour
Consistency

LLMF at End of
Nominal Lifetime

Correlated Colour
Temperature(K)

8719157019774 100 SDCM<6 70%2700

8719157019811 100 SDCM<6 70%3000

8719157019781 200 SDCM<6 70%2700

8719157019798 200 SDCM<6 70%3000

8719157019743 200 SDCM<6 70%2700

Noxion LED Bolt G4 12V 0.9-10W 827 ND

Noxion LED Bolt G4 12V 0.9-10W 830 ND

Noxion LED Bolt G4 12V 1.8-20W 827 ND

Noxion LED Bolt G4 12V 1.8-20W 830 ND

Noxion LED Bolt G4 12V 2-21W 827 DIM

Colour
Designation

Warm White

Soft White

Warm White

Soft White

Warm White

LIGHT TECHNICAL DATA

8719157019750 200 SDCM<6 70%2700

8719157019668 200 SDCM<6 70%3000

8719157019682 320 SDCM<6 70%2700

8719157019675 200 SDCM<6 70%2700

8719157019705 200 SDCM<6 70%3000

Noxion LED Bolt G9 1.9-21W 827 ND

Noxion LED Bolt G9 1.9-21W 830 ND

Noxion LED Bolt G9 2.6-30W 827 ND

Noxion LED Bolt G9 2-21W 827 ND

Noxion LED Bolt G9 2-21W 830 ND

Warm White

Soft White

Warm White

Warm White

Soft White

8719157019651 Noxion LED Bolt G9 3.5-32W 827 DIM 350 SDCM<6 70%2700

8719157019767 470 SDCM<6 70%2700

8719157019804 470 SDCM<6 70%3000

8719157019699 600 SDCM<6 70%2700

Noxion LED Bolt G9 3.8-40W 827 ND

Noxion LED Bolt G9 3.8-40W 830 ND

Noxion LED Bolt G9 4.8-48W 827 ND

Warm White

Warm White

Soft White

Warm White

Beam Angle

320º

320º

320º

320º

320º

300º

300º

300º

300º

300º

300º

300º

300º

320º

2

1

1

2

8719157019712 600 SDCM<6 70%3000

8719157019729 300 SDCM<6 70%2700

8719157019736 300 SDCM<6 70%3000

Noxion LED Bolt G9 4.8-48W 830 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 827 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 830 ND

Soft White

Warm White

Soft White

320º

320º

320º

G4

G9

GY6.35
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EAN Item description
Cap
base

IP FinishingLifetime
L80B10 (hrs)

8719157019774 G4 20 Clear15,000

8719157019811 G4 20 Clear15,000

8719157019781 G4 20 Clear15,000

8719157019798 G4 20 Clear15,000

8719157019743 G4 20 Clear15,000

Noxion LED Bolt G4 12V 0.9-10W 827 ND

Noxion LED Bolt G4 12V 0.9-10W 830 ND

Noxion LED Bolt G4 12V 1.8-20W 827 ND

Noxion LED Bolt G4 12V 1.8-20W 830 ND

Noxion LED Bolt G4 12V 2-21W 827 DIM

Switch
Cycles

100,000

100,000

100,000

100,000

100,000

GENERAL DATA

8719157019750 G9 20 Clear15,000

8719157019668 G9 20 Clear15,000

8719157019682 G9 20 Clear15,000

8719157019675 G9 20 Clear10,000

8719157019705 G9 20 Clear10,000

Noxion LED Bolt G9 1.9-21W 827 ND

Noxion LED Bolt G9 1.9-21W 830 ND

Noxion LED Bolt G9 2.6-30W 827 ND

Noxion LED Bolt G9 2-21W 827 ND

Noxion LED Bolt G9 2-21W 830 ND

30,000

30,000

30,000

15,000

15,000

8719157019651 Noxion LED Bolt G9 3.5-32W 827 DIM G9 20 Clear15,000

8719157019767 G9 20 Clear15,000

8719157019804 G9 20 Clear15,000

8719157019699 G9 20 Clear15,000

Noxion LED Bolt G9 3.8-40W 827 ND

Noxion LED Bolt G9 3.8-40W 830 ND

Noxion LED Bolt G9 4.8-48W 827 ND

100,000

30,000

30,000

100,000

Dimmable

No

No

No

No

Yes

No

No

No

No

No

Yes

No

No

No

2

1

1

2

8719157019712 G9 20 Clear15,000

8719157019729 GY6.35 20 Clear15,000

8719157019736 GY6.35 20 Clear15,000

Noxion LED Bolt G9 4.8-48W 830 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 827 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 830 ND

100,000

100,000

100,000

No

No

No

G4

G9

GY6.35
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EAN Item description
Energy
Efficiency label

Mercury
free

Energy Consumption
kWh/1000h

8719157019774 A++ Yes1

8719157019811 A++ Yes1

8719157019781 A++ Yes2

8719157019798 A++ Yes2

8719157019743 A++ Yes3

Noxion LED Bolt G4 12V 0.9-10W 827 ND

Noxion LED Bolt G4 12V 0.9-10W 830 ND

Noxion LED Bolt G4 12V 1.8-20W 827 ND

Noxion LED Bolt G4 12V 1.8-20W 830 ND

Noxion LED Bolt G4 12V 2-21W 827 DIM

UV-and
IR free

Yes

Yes

Yes

Yes

Yes

CONFORMITY

8719157019750 A++ Yes2

8719157019668 A++ Yes2

8719157019682 A++ Yes3

8719157019675 A++ Yes2

8719157019705 A++ Yes2

Noxion LED Bolt G9 1.9-21W 827 ND

Noxion LED Bolt G9 1.9-21W 830 ND

Noxion LED Bolt G9 2.6-30W 827 ND

Noxion LED Bolt G9 2-21W 827 ND

Noxion LED Bolt G9 2-21W 830 ND

Yes

Yes

Yes

Yes

Yes

8719157019651 Noxion LED Bolt G9 3.5-32W 827 DIM A++ Yes4

8719157019767 A++ Yes4

8719157019804 A++ Yes4

8719157019699 A++ Yes5

Noxion LED Bolt G9 3.8-40W 827 ND

Noxion LED Bolt G9 3.8-40W 830 ND

Noxion LED Bolt G9 4.8-48W 827 ND

Yes

Yes

Yes

Yes

Mercury
Content

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

0.0mg

2

1

1

2

8719157019712 A++ Yes5

8719157019729 A++ Yes3

8719157019736 A++ Yes3

Noxion LED Bolt G9 4.8-48W 830 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 827 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 830 ND

Yes

Yes

Yes

0.0mg

0.0mg

0.0mg

G4

G9

GY6.35
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EAN Item description
Height
(B)

Operating
Temperature

Diameter
(A)

8719157019774 33 -20~40℃12

8719157019811 33 -20~40℃12

8719157019781 36 -20~40℃13

8719157019798 36 -20~40℃13

8719157019743 40 -20~40℃15

Noxion LED Bolt G4 12V 0.9-10W 827 ND

Noxion LED Bolt G4 12V 0.9-10W 830 ND

Noxion LED Bolt G4 12V 1.8-20W 827 ND

Noxion LED Bolt G4 12V 1.8-20W 830 ND

Noxion LED Bolt G4 12V 2-21W 827 DIM

Net
Weight (g)

2.6

2.6

3.0

3.0

5.5

DIMENSIONS, WEIGHT & TEMPERATURE

8719157019750 52 -20~40℃16

8719157019668 52 -20~40℃16

8719157019682 52 -20~40℃16

8719157019675 49.5 -20~40℃13

8719157019705 49.5 -20~40℃13

Noxion LED Bolt G9 1.9-21W 827 ND

Noxion LED Bolt G9 1.9-21W 830 ND

Noxion LED Bolt G9 2.6-30W 827 ND

Noxion LED Bolt G9 2-21W 827 ND

Noxion LED Bolt G9 2-21W 830 ND

6.5

6.5

6.5

5.5

5.5

8719157019651 Noxion LED Bolt G9 3.5-32W 827 DIM 58 -20~40℃20

8719157019767 59 -20~40℃18

8719157019804 59 -20~40℃18

8719157019699 59 -20~40℃18

Noxion LED Bolt G9 3.8-40W 827 ND

Noxion LED Bolt G9 3.8-40W 830 ND

Noxion LED Bolt G9 4.8-48W 827 ND

10

10.5

10.5

12

Storage
Temperature

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

-20~80℃

2

1

1

2

8719157019712 59 -20~40℃18

8719157019729 40 -20~40℃14

8719157019736 40 -20~40℃14

Noxion LED Bolt G9 4.8-48W 830 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 827 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 830 ND

12

4.4

4.4

-20~80℃

-20~80℃

-20~80℃

G4

G9

GY6.35
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EAN Item description
Dimension
(mm) (HxWxD)

Dimension
(mm) (HxWxD)

Weight
(kg)

8719157019774 20x20x54 235x220x1250.011

8719157019811 20x20x54 235x220x1250.011

8719157019781 20x20x54 235x220x1250.011

8719157019798 20x20x54 235x220x1250.011

8719157019743 20x20x54 235x220x1250.013

Noxion LED Bolt G4 12V 0.9-10W 827 ND

Noxion LED Bolt G4 12V 0.9-10W 830 ND

Noxion LED Bolt G4 12V 1.8-20W 827 ND

Noxion LED Bolt G4 12V 1.8-20W 830 ND

Noxion LED Bolt G4 12V 2-21W 827 DIM

Units per
masterbox

200

200

200

200

200

PACKAGING INFORMATION

8719157019750 22x22x67 287x245x1400.015

8719157019668 22x22x67 287x245x1400.015

8719157019682 22x22x67 287x245x1400.015

8719157019675 22x22x67 287x245x1400.013

8719157019705 22x22x67 287x245x1400.013

Noxion LED Bolt G9 1.9-21W 827 ND

Noxion LED Bolt G9 1.9-21W 830 ND

Noxion LED Bolt G9 2.6-30W 827 ND

Noxion LED Bolt G9 2-21W 827 ND

Noxion LED Bolt G9 2-21W 830 ND

200

200

200

200

200

8719157019651 Noxion LED Bolt G9 3.5-32W 827 DIM 22x22x67 287x245x1400.018

8719157019767 22x22x67 287x245x1400.018

8719157019804 22x22x67 287x245x1400.018

8719157019699 22x22x67 287x245x1400.02

Noxion LED Bolt G9 3.8-40W 827 ND

Noxion LED Bolt G9 3.8-40W 830 ND

Noxion LED Bolt G9 4.8-48W 827 ND

200

200

200

200

Weight
(kg)

2.7

2.7

2.7

2.7

3.1

3.5

3.5

3.5

3.1

3.1

4.1

4.1

4.1

3.1

2

1

1

2

8719157019712 22x22x67 287x245x1400.02

8719157019729 20x20x63 270x220x1250.012

8719157019736 20x20x63 270x220x1250.012

Noxion LED Bolt G9 4.8-48W 830 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 827 ND

Noxion LED Bolt GY6.35 12V 2.6-28W 830 ND

200

200

200

4.5

2.9

2.9

G4

G9

GY6.35
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Box 1 Item Masterbox
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PHOTOMETRIC SPECIFICATIONS
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UNIT:cd
C0/180,302.3°
C30/210,297.6°
C60/240,289.5°
C90/270,283.6°

AVERAGE BEAM ANGLE (50%):293.2 DEG
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8719157019774
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UNIT:cd
C0/180,302.7°
C30/210,298.2°
C60/240,288.1°
C90/270,295.4°

AVERAGE BEAM ANGLE (50%):296.1 DEG
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8719157019811
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C0/180,302.1°
C30/210,299.2°
C60/240,293.9°

UNIT:cd

C90/270,295.3°

AVERAGE BEAM ANGLE (50%):297.6 DEG
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8719157019781
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UNIT:cd
C0/180,305.7°
C30/210,303.7°
C60/240,299.7°
C90/270,302.2°

AVERAGE BEAM ANGLE (50%):302.8 DEG
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8719157019798
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UNIT:cd
C0/180,315.7°
C30/210,315.2°
C60/240,316.9°
C90/270,318.4°

AVERAGE BEAM ANGLE (50%):316.6 DEG
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8719157019743

G4

8719157019750 8719157019668 8719157019682 8719157019675 8719157019705

G9
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UNIT:cd
C0/180,334.1°
C30/210,333.7°
C60/240,333.4°
C90/270,333.0°

AVERAGE BEAM ANGLE (50%):333.5 DEG

0

5

10

15

20

25

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,334.0°
C30/210,333.8°
C60/240,334.3°
C90/270,335.3°

AVERAGE BEAM ANGLE (50%):334.3 DEG
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UNIT:cd
C0/180,335.9°
C30/210,334.8°
C60/240,334.0°
C90/270,335.1°

AVERAGE BEAM ANGLE(50%):334.9 DEG
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UNIT:cd
C0/180,327.6°
C30/210,327.4°
C60/240,327.2°
C90/270,318.3°

AVERAGE BEAM ANGLE(50%):325.1 DEG
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8719157019651 8719157019767 8719157019804 8719157019699 8719157019712
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UNIT:cd
C0/180,321.0°
C30/210,321.9°
C60/240,325.3°
C90/270,325.2°

AVERAGE BEAM ANGLE(50%):323.4 DEG
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UNIT:cd
C0/180,335.8°
C30/210,335.3°
C60/240,335.7°
C90/270,335.3°

AVERAGE BEAM ANGLE (50%):335.5 DEG
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UNIT:cd
C0/180,335.4°
C30/210,335.6°
C60/240,336.0°
C90/270,334.9°

AVERAGE BEAM ANGLE (50%):335.5 DEG
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UNIT:cd
C0/180,325.7°
C30/210,325.4°
C60/240,326.7°
C90/270,326.2°

AVERAGE BEAM ANGLE (50%):326.0 DEG
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UNIT:cd
C0/180,325.7°
C30/210,325.9°
C60/240,325.7°
C90/270,325.1°

AVERAGE BEAM ANGLE (50%):325.6 DEG
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8719157019729 8719157019736

GY6.35

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
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AVERAGE BEAM ANGLE (50%):311.1 DEG
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UNIT:cd
C0/180,313.0°
C30/210,313.8°
C60/240,311.7°
C90/270,307.1°

AVERAGE BEAM ANGLE (50%):311.4 DEG
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