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Noxion LED
Downlight Apollo

Content: Dimension: *Dimensions in mm

Installation:

x1

B16

C16

Driver

Inrush current peak(A) 

Inrush current width(µs) 

9W 20W

18A 18A

350µs 400µs

Input Voltage 230V
Input Voltage 230V,
measured 50% Ipeak

Inrush Current

Circuit Breaker

Item

15pcs

26pcs

9W
15pcs

26pcs

20W

WARNING - Risk of overheating or fire if the clearance distances are compromised.

3

Type Cut-out size

9W ø120mm

20W ø200mm
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1. The luminaire must be installed by a qualified electrician and wired in accordance with the local wiring regulations.
2. For indoor use only.
3. Do not switch on before complete installation.
4. If the external flexible cord of this luminaire is damaged, it shall be exclusively replaced by the manufacturer or
    his service agent or a similar qualified person in order to avoid a hazard.
5. The light source of this luminaire is not replaceable; when the light source reaches its end of life the whole luminaire
    shall be replaced.
6. The supply cord and cable provided with the luminaire is intended is for indoor use only.
7. Luminaire must not be used or stored in corrosive environment where hazardous materials such as Sulphur, Chlorine,
    Phthalates, etc, are present. 

This product is equipped with a LED 
light source that can only be replaced 
by authorised professionals.
This product have a control gear that 
can only be replaced by authorised 
professional personnel.
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Filling Ring Installation:

1
2 3

4 5

LED Downlight Apollo Extension ring for gap of 150mm/InnerØ120mm-OuterØ167mm

LED Downlight Apollo Extension ring for gap of 225mm/InnerØ200m-OuterØ240mm

ITEM

Accessories (must be ordered separately)

IK03IP20
Non-dimmable


