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DESCRIPTION

The LED Highbay Pro-Clean (HACCP) is an industrial pendant luminaire which is 
particularly suitable for use in the food industry. The Pro-Clean replaces 250W and 
400W HID/HQL luminaires, which will achieve a minimum of 50% energy savings. 
This luminaire contains no glass, is corrosion- and ammonia-resistant, IP66 (water 
and dust-resistant), IK10 (impact-resistant), and meets the CCPs for an HACCP 
certification. The unique design ensures no dust settles on the luminaire, which 
makes maintenance unnecessary. An additional advantage is that the luminaire can 
be used at a relative humidity of between 15% ~ 90%.

It goes without saying that the Pro-Clean can also be used as basic lighting in 
warehouses, production facilities, halls, stables, and outdoor applications. The light 
intensity can be regulated by the use of 1-10V dim function and/or sensors, which 
will allow for savings of over 90%. Thanks to the energy savings potential and the 
reduction of maintenance and replacement costs, a short payback period and a 
low TCO are guaranteed. As icing on the cake, this luminaire comes standard with 
a 7 year warranty.

OPTIONAL

• Daylight Sensor
• Motion Sensor
• Diffuser
• Reflector
• DALI

Industry Warehouse Station Livestock farm

Supermarket Gas stationAirport Toll station

Food Processing

SPECIFICATIONS

LED HIGHBAY PRO-CLEAN (HACCP)

APPLICATIONS

EAN Item description
Power
(W) Lumen

Efficacy 
(lm/W)

Input 
current CCT (K) CRI Equivalent

Lifespan 
L80 at 25°C

8719157002776 LED Highbay Pro-Clean (HACCP) 150W 4000K 90° 1-10V 150 18,050 120 0.68A 4000 >80 250W 80,000

8719157002783 LED Highbay Pro-Clean (HACCP) 200W 4000K 90° 1-10V 200 24,000 120 0.90A 4000 >80 400W 80,000

8719157003179 LED Highbay Pro-Clean (HACCP) 150W 4000K 90° DALI 150 18,050 120 0.68A 4000 >80 250W 80,000

8719157003186 LED Highbay Pro-Clean (HACCP) 200W 4000K 90° DALI 200 24,000 120 0.90A 4000 >80 400W 80,000
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humidity
15% ~ 90%

Luminous flux tolerance: +/- 10% Power consumption tolerance: +/- 10%



8719157000970 8719157002011
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Technical specifications

UGR <25

Dimmable 1-10V

Beam angle (°) 90°

IP IP66

IK IK10

Protection class I

Integrated driver (Yes/No) Yes

Glow wire test 650°C

Mechanical properties

Housing material Anodized aluminum

Color (Housing) Grey

Optic Polycarbonate

Application
Operating temperature -30 to +50°C

Electrical supply

Frequency (Hz) 50-60

Voltage (V) 220-240

AC/DC AC

Power factor >0.95

Certifications
Driver certifications TÜV CE

Fixture certifications CE

Test reports LM79-08 and LM80-08

TECHNICAL SPECIFICATIONS

Side view

DETAILS

ACCESSORIES

Lens Fixation

EAN Item description

8719157000970 LED Highbay Concord Aluminum Reflector/Diffuser 90° (color silver) 
applicable for 100-200W

8719157002011 LED Highbay Concord Acrylic reflector + cover 0-8m height 90°

PACKAGING INFORMATION

Item Box 1 Item

EAN Item description
Dimensions (mm) 
(HxWxD)

Weight 
(kg)

8719157002776 LED Highbay Pro-Clean (HACCP) 150W 90° 1-10V Dim. Grijs 580x280x580 8,3

8719157002783 LED Highbay Pro-Clean (HACCP) 200W 90° 1-10V Dim. Grijs 580x280x580 8,3

8719157003179 LED Highbay Pro-Clean (HACCP) 150W 90°  DALI Grijs 580x280x580 8,3

8719157003186 LED Highbay Pro-Clean (HACCP) 200W 90°  DALI Grijs 580x280x580 8,3
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Luminous emittance 1 / Polar LDC
Highbay Pro-Clean (HACCP) 150W 4000K 90° 1-10V Dim. Grey

Luminous emittance 1 / Cone diagram

3200

6400

cd 18050 lm
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

E(C0) 179958.3°
E(C90) 172958.5°
E(0°) 19002

E(C0) 45058.3°
E(C90) 43258.5°
E(0°) 4750

E(C0) 20058.3°
E(C90) 19258.5°
E(0°) 2111

E(C0) 11258.3°
E(C90) 10858.5°
E(0°) 1188

E(C0) 7258.3°
E(C90) 6958.5°
E(0°) 760

E(C0) 5058.3°
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C0 - C180 (Beam angle: 116.6°)
C90 - C270 (Beam angle: 117.0°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 1.60.50
1.6

1.0 3.21.0
3.3

1.5 4.91.5
4.9

2.0 6.52.0
6.5

2.5 8.12.5
8.2

3.0 9.73.0
9.8

Luminous emittance 1 / Polar LDC
Highbay Pro-Clean (HACCP) 200W 4000K 90° 1-10V Dim. Grey

Luminous emittance 1 / Cone diagram
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C0 - C180 (Beam angle: 113.0°)
C90 - C270 (Beam angle: 112.4°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 1.50.50
1.5

1.0 3.01.0
3.0

1.5 4.51.5
4.5

2.0 6.02.0
6.0

2.5 7.62.5
7.5

3.0 9.13.0
9.0
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DIMENSIONAL DRAWINGS

PHOTOMETRIC SPECIFICATIONS
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 LED Highbay Pro-Clean 
(HACCP) 150W

LED Highbay Pro-Clean 
(HACCP) 200W Remarks

Driver 48V 3.2A 153.6W 48V 5A 240W

Inrush current Ipeak (A) 65 57 Input voltage 230V

Inrush current Twidth (µs) 400 1000 Input voltage 230V, measured at 50% Ipeak

SPECIFICATIONS DRIVER


