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DESCRIPTION

The LED ceiling light luminaire CORIDO replaces traditional PL-C luminaires, that 
generates at least 50% in energy savings. With motion and daylight sensor versions 
these savings can increase up to 90%. CORIDO is ideally suited for use in corridors, 
stairwells, foyers and bathrooms. The IP-44 classification indicate that the fixture 
can be used in humid indoor applications.
 
The CORIDO has a very simple installation, for both versions, standard and versions 
with motion and daylight sensors. When replacing your CFL fixtures with the 
ceiling light LED Corido fixtures, you will realize enormous savings in energy and 
maintenance costs, where a short payback period is guaranteed.

OPTIONAL

• Daylight Sensor
• Motion Sensor
• Emergency Module (1H, 3H autotest)
• 5 year warrantyOffice School

Residential

Hospital

SPECIFICATIONS

LED CEILING LIGHT CORIDO

APPLICATIONS
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EAN Item description
Power
(W) Lumen

Efficacy 
(lm/W)

Input 
current

CCT 
(K) CRI

Lifespan 
L80 at 25°C

8719157003926 LED Ceiling light Corido 18W 3000K Ø360mm 18 1386 77 0.14A 3000 80 30,000

8719157003933 LED Ceiling light Corido 18W 4000K Ø360mm 18 1561 87 0.14A 4000 80 30,000

8719157003964 LED Ceiling light Corido 22W 3000K Ø410mm 22 1760 84 0.17A 3000 80 30,000

8719157003971 LED Ceiling light Corido 22W 4000K Ø410mm 22 1980 94 0.17A 4000 80 30,000

8719157003940 LED Ceiling light Corido 18W 3000K Ø360mm Sensor 18 1386 77 0.14A 3000 80 30,000

8719157003957 LED Ceiling light Corido 18W 4000K Ø360mm Sensor 18 1561 87 0.14A 4000 80 30,000

8719157003988 LED Ceiling light Corido 22W 3000K Ø410mm Sensor 22 1839 84 0.17A 3000 80 30,000

8719157003995 LED Ceiling light Corido 22W 4000K Ø410mm Sensor 22 2075 94 0.17A 4000 80 30,000

IP44 IK02

Luminous flux tolerance: +/- 10% Power consumption tolerance: +/- 10%
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PACKAGING INFORMATION
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Technical specifications

Dimmable N0

Beam angle (°) 120°

IP IP44

IK IK02

Protection class I

Integrated driver (Yes/No) Yes

Glow wire test 650°C

Mechanical properties

Housing material Aluminium/Polycarbonate

Color (Housing) White

Optic PMMA

Application
Operating temperature -20 to +40°C

Electrical supply

Frequency (Hz) 50-60

Voltage (V) 220-240

AC/DC AC

Power factor >0.8/>0.9

Certifications

Driver certifications CE

Fixture certifications CE

Test reports LM80

TECHNICAL SPECIFICATIONS

Item Box 1 Item Masterbox

EAN Item description
Dimensions (mm) 
(HxWxD)

Weight 
(kg)

Units per 
masterbox

Dimensions 
(mm) (HxWxD)

Weight 
(kg)

8719157003926 LED Wand/Plafond armatuur Corido 18W 3000K Ø360mm 400x400x115 1.10 5 610x420x425 5.50

8719157003933 LED Wand/Plafond armatuur Corido 18W 4000K Ø360mm 400x400x115 1.10 5 610x420x425 5.50

8719157003964 LED Wand/Plafond armatuur Corido 22W 3000K Ø410mm 450x450x125 1.20 5 660x470x475 6

8719157003971 LED Wand/Plafond armatuur Corido 22W 4000K Ø410mm 450x450x125 1.20 5 660x470x475 6

8719157003940 LED Wand/Plafond armatuur Corido 18W 3000K Ø360mm Sensor 400x400x115 1.10 5 610x420x425 5.50

8719157003957 LED Wand/Plafond armatuur Corido 18W 4000K Ø360mm Sensor 400x400x115 1.10 5 610x420x425 5.50

8719157003988 LED Wand/Plafond armatuur Corido 22W 3000K Ø410mm Sensor 450x450x125 1.20 5 660x470x475 6

8719157003995 LED Wand/Plafond armatuur Corido 22W 4000K Ø410mm Sensor 450x450x125 1.20 5 660x470x475 6

MOUNTING MATERIALS (INCLUDED)
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DIMENSIONAL DRAWINGS

PHOTOMETRIC SPECIFICATIONS

 LED Corido 18W LED Corido 22W Remarks

Driver Noxion Driver Noxion Driver

Inrush current Ipeak (A) 15 15 Input voltage 230V

Inrush current Twidth (µs) 680 680 Input voltage 230V, measured at 50% Ipeak

SPECIFICATIONS DRIVER

Luminous emittance 1 / Polar LDC

Ceiling Light Corido IP44 18W 3000K

Luminous emittance 1 / Cone diagram
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3.0 103.0
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Luminous emittance 1 / Polar LDC

Ceiling Light Corido IP44 18W 4000K

Luminous emittance 1 / Cone diagram
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C90 - C270 (Beam angle: 118.8°)
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Luminous emittance 1 / Polar LDC

Ceiling Light Corido IP44 22W 3000K

Luminous emittance 1 / Cone diagram
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C0 - C180 (Beam angle: 120.0°)
C90 - C270 (Beam angle: 118.6°)

Distance [m] Cone diameter [m] Illuminance [lx]
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3.0 103.0
10

Luminous emittance 1 / Polar LDC

Ceiling Light Corido IP44 22W 3000K

Luminous emittance 1 / Cone diagram
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