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8719157011150          24              2420              3000              80             -15...+45           220-240V             50/60Hz            1500                260              

8719157011167          24              2640              4000              80             -15...+45           220-240V             50/60Hz            1500                260             

8719157011174          24              2640              6500              80             -15...+45           220-240V             50/60Hz            1500                260               

8719157011099          9                 902               3000              80             -15...+45           220-240V             50/60Hz             604                 72              

8719157011105          9                 990               4000              80             -15...+45           220-240V             50/60Hz             604                 72             

8719157011112          9                 990               6500              80             -15...+45           220-240V             50/60Hz             604                 72            

8719157011129          18              1815              3000              80             -15...+45           220-240V             50/60Hz           1213.6              195              

8719157011136          18              1980              4000              80             -15...+45           220-240V             50/60Hz           1213.6              195              

8719157011143          18              1980              6500              80             -15...+45           220-240V             50/60Hz           1213.6              195              

LEDtube T8 

Content:

Steps:

     Please dispose of these items properly as they contain mercury.
C. Cut the wires shown as Figure 2-1 below.
D. Make the new wire connect to branch circuit shown as Figure 2-2 below.L

N
Electronic 

Ballast

Fluorescent Tube

Figure 2-1

220-240Vac

LEDtube T8

Figure 2-2

Steps:

B. Insert LED lamp into lamp holder.
C. Secure the position by turning the lamp 90°.
D. Switch the power on and check for lamp starting. 

Dimension:

220-240Vac

AC Input

AC Input

(mm)

Avant LEDtube T8 
Standard (EM/Direct)
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Option 1: With Electromagnetic Ballast

Option 2: With Mains
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Circuit Breaker

9w 400PCS

200PCS

150PCS

400PCS

200PCS

150PCS

18W

24w

C16 B16

Avant LEDtube T8 
Standard (EM/Direct)
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