® YEARS
WARRANTY
NOXION

Best in class lighting

NOXION LED BULKHEAD PRO

DESCRIPTION

The LED Bulkhead Pro replaces CFL fixtures and generates at :

least 50% in energy savings. The LED Bulkhead is ideally suited (
for use on walls and ceilings in corridors, stairwells, parking

garages, walkways and for security lighting. The IP66 and IK10

ratings indicate that the fixture can be used for both indoor and

outdoor environments and it is vandal-proof. The Bulkhead Pro

can also be purchased with emergency kit and extra savings

can be increased with an optional motion sensor. The new

Bulkhead Pro is dim-to-warm, with one model you can adjust

the color temperature from 2700K to 3000K or 4000K.

When replacing your CFL fixtures with the LED Bulkhead
wall and ceiling fixtures, enormous savings in energy and
maintenance costs are achieved and a short payback period
is guaranteed.

APPLICATIONS OPTIONAL

¢ Motion Sensor
e Emergency Module

Office School Parking lot Housing Station Hospital

SPECIFICATION

Power Lumen Input
Item Description (W) (Lm) Current (MA)
8719157031806 Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) 13 1250Im(2700K)/1400Im(3000K&4000K) 350
8719157031813  Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with Sensor 13 1250Im(2700K)/1400Im(3000K&4000K) 350
8719157031820 Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with EM3HR 13 1250Im(2700K)/1400Im(3000K&4000K) 350
8719157031837  Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with Sensor + EM3HR 13 1250Im(2700K)/1400Im(3000K&4000K) 350
8719157027182 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) 20 2000Im(2700K)/2100Im(3000K&4000K) 100
8719157027199 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with Corridor sensor 20 2000Im(2700K)/2100Im(3000K&4000K) 100
8719157027205 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with EM3HR 20 2000Im(2700K)/2100Im(3000K&4000K) 110
8719157027212 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with Sensor + EM3HR 20 2000Im(2700K)/2100Im(3000K&4000K) 110
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SPECIFICATION

Expected

Efficacy Equivalent Lifespan L80

Item Description (Im/W) at 25°C (hrs)
8719157031806 Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) 97(2700K)/107(3000K&4000K)  2700K/3000K/4000K >80 2x18 50,000
8719157031813 Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with Sensor 97(2700K)/107(3000K&4000K)  2700K/3000K/4000K >80 2x18 50,000
8719157031820 Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with EM3HR 97(2700K)/107(3000K&4000K)  2700K/3000K/4000K >80 2x18 50,000
8719157031837  Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with Sensor + EM3HR 97(2700K)/107(3000K&4000K)  2700K/3000K/4000K >80 2x18 50,000
8719157027182 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) 100(2700K)/105(3000K&4000K) 2700K/3000K/4000K >80  2x26 50,000
8719157027199 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with Corridor Sensor  100(2700K)/105(3000K&4000K) 2700K/3000K/4000K >80 2x26 50,000
8719157027205 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with EM3HR 100(2700K)/105(3000K&4000K) 2700K/3000K/4000K >80  2x26 50,000
8719157027212 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with Sensor + EM3HR 100(2700K)/105(3000K&4000K) 2700K/3000K/4000K >80  2x26 50,000

SPECIFICATION

Technical Specifications Mechanical Properties

Dimmable No Housing Material Polycarbonate

Beam Angle 120° Color (Housing) White

P P66 Reflector Material Polycarbonate

Protection Class Class Il Operating Temperature -20°C~+35°C
Fixture Certifications CE

Frequency (Hz) 50/60Hz

Voltage (V) 220-240V

AC/DC AC

Power Factor >0.9

PACKAGING INFORMATION

Box 1 item Box 1 item

Dimension (mm)  Weight (kg) Units per Dimension (mm)  Weight (kg)

Item Description (LXWxH) masterbox  (LxWxH)
8719157031806 Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) 310794301 0.95 4 320*316*390 4.42
8719157031813  Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with Sensor 310794301 0.95 4 320316390 4.42
8719157031820 Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with EM3HR 310794*301 0.95 4 320"316*390 4.42
8719157031837 Noxion LED Bulkhead Pro 13W 2700K/3000K/4000K White @300mm (2x18W eqv.) with Sensor + EM3HR 310794*301 0.95 4 320%316*390 4.42
8719157027182 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) 31094301 0.97 4 320*316*390 4.5
8719157027199  Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with Corridor Sensor 310*94*301 1 4 320*316*390 4.6
8719157027205 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with EM3HR 310794301 112 4 320*316*390 5.1
8719157027212 Noxion LED Bulkhead Pro 20W 2700K/3000K/4000K White @300mm (2x26W eqv.) with Sensor + EM3HR 310*94*301 1.17 4 320*316*390 5.2

SPECIFICATIONS DRIVER CIRCUIT BREAKER

Inrush Current 13W 20W Remarks ITEM 13W 20W
Driver LF-GIFO22YFO350H  LF-GIF022YFO500H B16 B60PCS 40PCS
Inrush current | ...(A) 18 18 Input voltage 230V C16 104PCS 68PCS

Inrush current Tuen (Us) 180

Input Voltage 230V
measured at 50% | peac

180
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DETAILS DIMENSIONAL DRAWING

@300

*Dimensions in mm

PHOTOMETRIC SPECIFICATIONS
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PHOTOMETRIC SPECIFICATIONS
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