
EAN Item Description
Input
Current (mA)

CCT
(K)

Lumen
(LM)

8719157014571 Noxion LED Downlight Slim V2.0 IP44 12W 3000K Cutout ø150mm Frame ø170mm 12 53 30001200

8719157014588 12 53 40001200

8719157014595 20 88 30002000

8719157014601 20 88 40002000

8719157014618 24 105 30002400

8719157014625 24 105 40002400

Noxion LED Downlight Slim V2.0 IP44 12W 4000K Cutout ø150mm Frame ø170mm

Noxion LED Downlight Slim V2.0 IP44 20W 3000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 20W 4000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 24W 3000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 24W 4000K Cutout ø200mm Frame ø225mm
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100

100
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LED DOWNLIGHT SLIM V2.0

DESCRIPTION

SPECIFICATION

5

Power
(W)

Efficacy
(lm/W)

APPLICATIONS

CRI

80

80

80

80

80

80

Equivalent

/

/

/

/

/

/

Lifespan

50,000hrs

50,000hrs

50,000hrs

50,000hrs

50,000hrs

50,000hrs

OPTIONAL

• 1-10V Dimmable

• DALI



Protection Class
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Item Description
Dimension (mm)
(LxWxH)

Weight (kg)Weight (kg)

173*175*45 490*370*360* 17.8420

173*175*45 490*370*360* 17.8420

228*230*45 480*470*460 14.88620

228*230*45 480*470*460 14.88620

228*230*72 490*480*470 14.88620

228*230*72 490*480*470 14.88620

40

40

24

24

24

24

Dimension (mm)
(LxWxH)

Units per
masterboxEAN

Box 1 item Masterbox

PACKAGING  INFORMATION

SPECIFICATION

Technical Specifications

Dimmable

Beam Angle

IP

IK

Integrated Driver (Yes/No)

Glow Wire Test

Driver Built in (Yes/No)

Non Dimmable

120º

IP44

IK02

Class II

Yes

650º

No

Mechanical Properties

Housing Material

Color (Housing)

Reflector

SPCC+Aluminum

White (RAL9010

PET

Physical Characteristics

Diameter (mm)

Cutout size ø (mm) 

Installation Depth (mm)

12W:170  20W&24W:225

12W:150  20W&24W:200

19

Electrical Supply

Frequency (Hz)

Voltage (W)

AC/DC

Power Factor

50/60

220-240

AC

0.9

Application

Operating Temperature

Certifications

Driver Certifications

Fixture Certifications

Test Reports

CE / RoHS

CE / RoHS

LM79 / LM80

8719157014571 Noxion LED Downlight Slim V2.0 IP44 12W 3000K Cutout ø150mm Frame ø170mm

8719157014588

8719157014595

8719157014601

8719157014618

8719157014625

Noxion LED Downlight Slim V2.0 IP44 12W 4000K Cutout ø150mm Frame ø170mm

Noxion LED Downlight Slim V2.0 IP44 20W 3000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 20W 4000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 24W 3000K Cutout ø200mm Frame ø225mm

Noxion LED Downlight Slim V2.0 IP44 24W 4000K Cutout ø200mm Frame ø225mm

LED Downlight
Slim 20W

Xitanium 32W 0.75A 42V I 230V

LED Downlight
Slim 24W

LED Downlight
Slim 12W
 

SPECIFICATIONS DRIVER

Xitanium 15W 0.35A 42V I 230V Xitanium 21W 0.5A 42V I 230VDriver

Inrush current I    (A)peak

Inrush current T    (µs)width

11

LED Downlight
Slim V2.0 24W
1-10V Dimmable

LED Downlight
Slim V2.0 12W
1-10V Dimmable

Xitanium 30W 0.7A 42V 1-10V 230V IXitanium 15W 0.35A 42V 1-10V 230V I Xitanium 21W 0.5A 42V 1-10V 230V I

LED Downlight
Slim V2.0 20W
1-10V Dimmable

Driver

Inrush current I    (A)peak

Inrush current T    (µs)width

200

11

200

17

250

9.96.8 8.9

150100 92

Item

LED Downlight
Slim V2.0 24W
DALI

LED Downlight
Slim V2.0 12W
DALI

Xitanium 36W/m 0.3-1.05A 54V S TD 230VXitanium 20W/m 0.15-0.5A 54V S TD 230V Xitanium 20W/m 0.15-0.5A 54V S TD 230V

LED Downlight
Slim V2.0 20W
DALI

Driver

Inrush current I    (A)peak

Inrush current T    (µs)width

1818 18

250250 250

Item

Item

Remarks

Input voltage 230V

Input Voltage 230V
measured at 50% I peak

Input voltage 230V

Input Voltage 230V
measured at 50% I peak

Input voltage 230V

Input Voltage 230V
measured at 50% I peak

Remarks

Remarks



PHOTOMETRIC SPECIFICATIONS

DIMENSIONAL DRAWING
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19±1 225±1

193

19±1 170±1

143

Cutout ø150mm Frame ø170mmCutout ø200mm Frame ø225mm

Front Back
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