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DESCRIPTION

OPTIONAL
• Daylight Sensor
• Motion Sensor

• Diffuser

• 7 year warranty

SPECIFICATIONS

LED HIGHBAY CONCORD G2

APPLICATIONS

Lumen current
Lifespan 

IP65 IK10150
lm/W

Station
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UGR

Dimmable

Glow wire test

Mechanical properties

Housing material

Electrical supply

DC

CE

Test reports

TECHNICAL SPECIFICATIONS

DETAILS

ACCESSORIES

PACKAGING INFORMATION



DIMENSIONAL DRAWINGS

PHOTOMETRIC SPECIFICATIONS
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Luminous emittance 1 / Polar LDC
Highbay Concord G2. 100W 4000K CRI>80 120°

Luminous emittance 1 / Cone diagram
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E(C0) 3860.0°
E(C90) 3860.1°
E(0°) 515

E(C0) 2760.0°
E(C90) 2660.1°
E(0°) 358

C0 - C180 (Beam angle: 120.0°)
C90 - C270 (Beam angle: 120.2°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 1.70.50
1.7

1.0 3.51.0
3.5

1.5 5.21.5
5.2

2.0 6.92.0
7.0

2.5 8.72.5
8.7

3.0 103.0
10

Luminous emittance 1 / Polar LDC
Highbay Concord G2. 120W 4000K CRI>80 60°

Luminous emittance 1 / Cone diagram
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E(0°) 1832

C0 - C180 (Beam angle: 64.8°)
C90 - C270 (Beam angle: 64.2°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.630.50
0.63

1.0 1.31.0
1.3

1.5 1.91.5
1.9

2.0 2.52.0
2.5

2.5 3.22.5
3.1

3.0 3.83.0
3.8

Luminous emittance 1 / Polar LDC
Highbay Concord G2. 120W 4000K CRI>80 90°

Luminous emittance 1 / Cone diagram
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C0 - C180 (Beam angle: 93.8°)
C90 - C270 (Beam angle: 93.2°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 1.10.50
1.1

1.0 2.11.0
2.1

1.5 3.21.5
3.2

2.0 4.32.0
4.2

2.5 5.32.5
5.3

3.0 6.43.0
6.3

Luminous emittance 1 / Polar LDC
Highbay Concord G2. 200W 4000K CRI>80 60°

Luminous emittance 1 / Cone diagram
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C0 - C180 (Beam angle: 59.8°)
C90 - C270 (Beam angle: 60.2°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 0.580.50
0.58

1.0 1.21.0
1.2

1.5 1.71.5
1.7

2.0 2.32.0
2.3

2.5 2.92.5
2.9

3.0 3.53.0
3.5

30000 lm

Luminous emittance 1 / Polar LDC
Highbay Concord G2. 200W 4000K CRI>80 90°

Luminous emittance 1 / Cone diagram
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E(C0) 25146.8°
E(C90) 24946.9°
E(0°) 1555

C0 - C180 (Beam angle: 93.6°)
C90 - C270 (Beam angle: 93.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 1.10.50
1.1

1.0 2.11.0
2.1

1.5 3.21.5
3.2

2.0 4.32.0
4.3

2.5 5.32.5
5.3

3.0 6.43.0
6.4

Version: April 2020

B16

C16

9pcs

16pcs

100W

5pcs

9pcs

100W
DALI

4pcs

8pcs

5pcs

9pcs

4pcs

7pcs

3pcs

5pcs

120W 120W
DALI

200W 200W
DALI

CIRCUIT BREAKER


