
Noxion LED Highbay Concord G3. 100/120/150/200W 4000K CRI>80 120º 1-10V Dim. Black

Noxion LED Highbay Concord G3. 100/120/150/200W 4000K CRI>80 90º 1-10V Dim. Black

LED HIGHBAY CONCORD G3

DESCRIPTION

SPECIFICATION

EAN Item Description
Input
Current (mA)

Lumen
(LM)

8719157015110 100/120/150/200 430/520/650/87015000/18000/22500/30000

8719157015127 100/120/150/200 430/520/650/87015000/18000/22500/30000

Power
(W)

APPLICATIONS
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EAN Item Description
CCT
(K)

8719157015110 4000

8719157015127 4000

150

150

Efficacy
(lm/W)

CRI

80

80

Equivalent
(W)

200/240/300/400

200/240/300/400

Lifespan (hrs)
L90B50

50,000hrs

50,000hrs

Station

• Daylight Sensor
• Motion Sensor

• Diffuser

OPTIONAL

• Bracket Holder

Noxion LED Highbay Concord G3. 100/120/150/200W 3000K CRI>80 120º 1-10V Dim. Black8719157015868 100/120/150/200 430/520/650/87013000/15600/19500/26000

Noxion LED Highbay Concord G3. 100/120/150/200W 3000K CRI>80 120º 1-10V Dim. Black8719157015868 3000130 80 200/240/300/400 50,000hrs

Noxion LED Highbay Concord G3. 100/120/150/200W 3000K CRI>80 90º 1-10V Dim. Black8719157015882 100/120/150/200 430/520/650/87013000/15600/19500/26000

Noxion LED Highbay Concord G3. 100/120/150/200W 3000K CRI>80 90º 1-10V Dim. Black8719157015882 3000130 80 200/240/300/400 50,000hrs



Protection Class

SPECIFICATION

Technical Specifications

Dimmable

Beam Angle

IP

IK

Integrated Driver (Yes/No)

Glow Wire Test

Yes, 0-10V

90º/120º

IP65

IK08

Class I

Yes

650º

Mechanical Properties

Housing Material

Color (Housing)

Optic

Aluminum+Polycarbonate

Black

Polycarbonate

Electrical Supply

Frequency (Hz)

Voltage (V)

AC/DC

Power Factor

50/60Hz

220-240V

AC

Application

Operating Temperature

Certifications

Driver Certifications

Fixture Certifications

Test Reports

CE

CE / RoHS / ENEC / KEMA KEUR

LM79 / LM80

Item Description
Weight (kg)

355*355*215 5.3

355*355*215 5.3

Dimension (mm)
(LxWxH)EAN

Box 1 item

PACKAGING  INFORMATION

SPECIFICATIONS DRIVER

LF-FHB200BDIIIDriver

Inrush current I    (A)peak

Inrush current T    (µs)width

80

700

Inrush Current Remarks

Input voltage 230V

Input Voltage 230V
measured at 50% I peak
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Noxion LED Highbay Concord G3. 100/120/150/200W 4000K CRI>80 90º 1-10V Dim. Black8719157015110

8719157015127

UGR

Protection Class

Item DescriptionEAN

Noxion LED Highbay Concord G3. PC diffuser with cover

Noxion LED Highbay Concord G3. 60° circular PC  Lens8719157015752

8719157015769

ACCESSORIES

CIRCUIT BREAKER

B16

C16

2

3

100W

2

3

120W

2

3

150W

2

3

200WITEM

Noxion LED Highbay Concord G3. 65° aluminium reflector 

Noxion LED Highbay Concord G3. 90° aluminium reflector 8719157015776

8719157015783

Noxion LED Highbay Concord G3. motion sensor incl. bracket holder and junction box

Noxion LED Highbay Concord G3. daylight sensor including bracket holder8719157015790

8719157015806

Noxion LED Highbay Concord G3. bracket holder for ceiling mounted8719157015813

355*355*215 5.3Noxion LED Highbay Concord G3. 100/120/150/200W 3000K CRI>80 120º 1-10V Dim. Black8719157015868

8719157015752 8719157015769 8719157015776 8719157015783 8719157015790 8719157015806 8719157015813

Noxion LED Highbay Concord G3. 100/120/150/200W 3000K CRI>80 90º 1-10V Dim. Black8719157015882 355*355*215 5.3



PHOTOMETRIC SPECIFICATIONS
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DIMENSIONAL DRAWING

*Dimensions in mm

DETAILS

8719157015110 8719157015127

87191570158688719157015882


