NDXIDN® C € @ @ E[@ m @ LED Linear Light NX-Line

Best in class lighting

Safety notes:

Installation should be performed only by qualified electrician .

® Make sure no voltage while installation .

® Connect cable wires according to wire labeling.

@® Max current should not exceed 16A in one power feed in circuit.

Trunk Trunk Trunk Trunk End Part
o - & =

Module Sensor and Sensor Cover Track Light Cover Blind Cover Module
and Track Light

Trunk and Module

Model | C16 Circuit Breaker

35W 100PCS
50W 70PCS
75W 50PCS

o Trunk

@ Connecting plate
© Power cable feed-in hole
@ LED Module

e LED Driver

@ Lock holder

0 End Cap

© Male connector
9 Female connector
@ Installation cord
® FeedinBox

@ Emergency Driver

® Battery
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LED Linear Light NX-Line

@ Mounting Suspension
"
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|
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1. Drill a hole in the ceiling 2. Fix mounting hook into the ceiling ~ 3.Adjust length of suspension cord: 4. Click the mounting clip into the trunk
a. press down Hexagon bolt;
b. Pull in/out cord to adjust length

@ Connecting Power Supply

Power connection option 1
Connect power cable from back of Trunk with feed-in connector

1/ 5 |
%ﬁ i [ - )

c d

2.Screw in the cable gland

1.Cut the Rubber cap —
to pass the power cable 3.Put the cable inside and

pull up cable gland to lock

4. connect the wires according to the label

h1 CHR: Charge input for internal battery, main supply detection

L2 PE: Ground
EsE L1/L2/L3: Work as live wires
N: Neutral wire
EL/DA: DALI input, or emergency supply live under C) Standard Function + Battery model
EN/DA: DALI input, or emergency supply neutral under C) Standard Function + Battery model
Py ‘ Note: Only L1/L2/L3/N/PE wires are 2.5mm? with 16A current,

N the rest are 1.5mm? with 10A current.
L2

PE
L3

Standard Function

DA CHR \ @
DA L1 \ = o

. N §; =5 o »

Standard Function + DALI L2 = g
o= CHR PE g o
/ » » L3 ———— 3§ =» )
————
Y EL/DA / g 9
L3 EN/DA / L]
L:
EL
EN
Standard Function + Emergency o Wire Description
Type Application
o CHR 1 2 3 4 5 6 | 7| 8
/ L1 A Standard Function L1 | N|L2| PE| L3

N
L2 B Standard Function+DALI L1 N | L2| PE | L3 | DA|DA
L3 C Standard Function+Emergency CHR| L1 N [L2]| PE | L3 | EL|EN
DA
DA D Standard Function+DALI+Emergency | CHR| L1 N | L2 | PE | L3 | DA| DA

Standard Function + DALI + Emergency
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LED Linear Light NX-Line

Power connection option 2

2.Connect the wires according to the label

L1
N
L2
PE
L3

Standard Function

L1
N
L2

PE
L3

DA
DA

Standard Function + DALI

Standard Function + Emergency '
/ CHR

L1
N
L2

PE
L3

DA
DA

Standard Function + DALI + Emergency

Connect power cable with Feed In Box

AN

Easy installation:
Default feed-in and feed-out connector have been wired,

they can connect to the trunking rail directly
A feed-in box has function of feed-in,
connection, transfer and so on

CHR: Charge input for internal battery, main supply detection

PE: Ground

L1/L2/L3: Work as live wires

N: Neutral wire

EL/DA: DALI input, or emergency supply live under C) Standard Function + Battery model
EN/DA: DALI input, or emergency supply neutral under C) Standard Function + Battery model
Note: Only L1/L2/L3/N/PE wires are 2.5mm? with 16A current,

the rest are 1.5mm? with 10A current.

CHR =

L1 B

N =

L2 =

PE B

L3 B

EL/DA =l

o LB
T Aopl Wire Description
e ication
P PP 1 2 3 4 5 6 718
A Standard Function L1 N | L2| PE | L3
B Standard Function+DALI L1 N [ L2 | PE | L3 | DA| DA
C Standard Function+Emergency CHR| L1 N |[L2| PE | L3 |EL|EN
D Standard Function+DALI+Emergency | CHR| L1 N [ L2 | PE | L3 | DA|DA

3. Fix the cover and Feed In Box

—p g
=] || B
W
Clic

4. Click in Feed In Box into Trunk
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LED Linear Light NX-Line

@ Connecting the Trunk

Both trunking rails should keep in perfect postion then push and click

N T

A/EN
DA/EL

O
[ I r
- N W

1. Slide knob to select phase L1/L2/L3

Female connector Male connector

>

on Trunk on Module )

2. Make sure the male & female connector is in the right position . Then fix the module to the trunking rail according to above pictures.
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ETY) LED Linear Lighting system
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Including Module

Including Track Light Cover

GZX) Laststep

Option 1

Use the trunking rail end part for the end of a line.
Push the sliding lock to lock the module to the trunking rail end part,
and attach the end cap.

Wire diagram of triple circuits function
L1 SW1.

LED Linear Light NX-Line

g
t
— 3
S
Including Sensor and Sensor Cover
¢

Including Blind Cover

Option 2

Push the feed out box inside the trunking rail
with connector to close the line.

L2 SW2 -,

This Triple Circuits function offers to

control lighting ON/OFF

L3 _SW3,.,
FG

N

by three switches SW1,SW2,SW3,

which are connected
by live lines L1,L2,L3.
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LED Linear Light NX-Line

Pendant Mounting Installation

3000mm Max

r 800-1000mm i i

[ (¢

i = ) )= =
I I 7 L I

Starting Installation distances point should be 800 mm to 1000 mm, then in between 1st & 2nd point should be 3000 mm max.

Five options for installation

Pz flel)

Surface mounting kit Surface mounting clip Suspension Rod Supspension Cord Suspension Chain

Node Connectors

—» 100-800mm <— » 3000mm Max. <

7 7
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LED Linear Light NX-Line

Internal Emergency Power Supply Module

Charging wire needs to be attached to
battery before installation

_)
LED- ()
LED+ (D) O Batt-

Batt- (Y] ﬁ O Batt+

Batt + (V]

X

Signals of the indicators are as following.

\' SW: test button

Green indicator: On-----Mains supply is connected

Off-----Mains supply is disconnected

Y. Yellow: failure

Red indicator:  On-----Battery is charging

*\r\ Red: charging

Off-----Battery charging finished

*\r\ Green: main supply

Yellow indicator: On-----System failure
Off-----Working

EN The luminaire shall be installed and maintained by a qualified electrician, in accordance with the national regulations in each country. The luminaire contains no replaceable parts. In case of the luminaire is
damaged, it shall be exclusively replaced by the manufacturer or authorized dealer. Keep the operating manual for later use. The manufacturer is not responsible for the incorrect use and assembly of this product.
NL De armatuur dient te worden geinstalleerd en onderhouden door een erkend installateur, in overeenstemming met de nationale regelgeving in het betreffende land. De armatuur bevat geen vervangbare
onderdelen. Indien de armatuur is beschadigd dient deze enkel te worden vervangen door de fabrikant of door een erkende dealer. Bewaar de handleiding voor later gebruik. De fabrikant is niet verantwoordelijk
voor onjuist gebruik enjof installatie van dit product. DE Die Leuchte muss von einem qualifizierten Elektriker gemaB den nationalen Vorschriften in jedem Land installiert und gewartet werden. Die Leuchte enthélt
keine austauschbaren Teile. Falls die Leuchte beschéadigt ist, wird sie ausschlieBlich durch den Hersteller oder den autorisierten Handler ersetzt. Bewahren Sie die Bedienungsanleitung fur spatere Verwendung
auf. Der Hersteller ist nicht verantwortlich fur die unsachgeméBe Verwendung und Montage dieses Produktes. FR Le luminaire doit étre installé et entretenu par un électricien qualifié, conformément a la réglemen-
tation nationale de chaque pays. Le luminaire ne contient pas de pieces remplacables. Dans le cas ou le luminaire est endommagé, il doit étre remplacé exclusivement par le fabricant ou le revendeur agréé.
Conservez le mode d'emploi pour une utilisation ultérieure. Le fabricant n'est pas responsable de I'utilisation et du montage incorrects de ce produit. IT L'apparecchio deve essere installato e mantenuto da un
elettricista qualificato seguendo le normative nazionali di riferimento. L'apparecchio non contiene parti sostituibili. In caso di rottura sara sostituito esclusivamente dal produttore o da un rivenditore autorizzato.
Conservate il manuale di installazione per eventuali utilizzi successivi. Il produttore non & responsabile per I'utilizzo ed il montaggio non corretto di tale apparecchio. ES La luminaria debe de ser instalada y manteni-
da por un electricista cualificado, siguiendo las regulaciones nacionales de cada pais. La luminaira contiene partes no reemplazables. En el caso de que la luminaira sea dafiada, deberéa ser reemplazada exclusiv-
amente por el fabricante o distribuidor autorizado. Guarde el manual para usos posteriores. El fabricante no es responsable por el uso e instalacién incorrecta de este producto.

Noxion B.V.

Schootense Dreef 27

5708 HZ Helmond

NOXION The Netherlands
+31(0)85 - 303 29 82
WWW.NOoXion.com
info@noxion.com

© 2020 Noxion B.V. - All rights reserved. Data subject to change without notice. Noxion retains the right to modify product specifications without
any prior notice or obligation and does not assume any liability for any consequences of using this document. Subject to errors and printing errors.
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