
LED Panel Delta Pro V3

DESCRIPTION

SPECIFICATION

APPLICATIONS

EAN Item Description
Input
Current (mA)

CCT
(K)

Lumen
(LM)

8719157015554 Noxion LED Panel Delta Pro V3 30W 3960lm 3000K 600*600 UGR<22 (4x18W eqv.) 30 140 30003960

8719157015561 30 140 40004070

8719157015578 30 140 30003960

8719157015585 30 140 40004070

8719157015592 30 140 30003960

8719157015608 30 140 40004070

Noxion LED Panel Delta Pro V3 30W 4070lm 4000K 600*600 UGR<22 (4x18W eqv.)

Noxion LED Panel Delta Pro V3 30W 3960lm 3000K 1200*300 UGR<22 (2x36W eqv.)

Noxion LED Panel Delta Pro V3 30W 4070lm 4000K 1200*300 UGR<22 (2x36W eqv.)

Noxion LED Panel Delta Pro V3 30W 3960lm 3000K 600*600 UGR<19 (4x18W eqv.)

Noxion LED Panel Delta Pro V3 30W 4070lm 4000K 600*600 UGR<19 (4x18W eqv.)

132

136

132

136

132

136

Power
(W)

Efficacy
(lm/W)

CRI

80

80

80

80

80

80

Equivalent

4x18W

4x18W

2x36W

2x36W

4x18W

4x18W

Lifespan
L70 at 25℃

50,000hrs

50,000hrs

50,000hrs

50,000hrs

50,000hrs

50,000hrs

8719157015615 Noxion LED Panel Delta Pro V3 30W 3960lm 3000K 1200*300 UGR<19 (2x36W eqv.) 30 140 30003960

8719157015622 30 140 40004070

8719157015639 36 160 30005225

8719157015646 36 160 40005500

8719157015653 36 160 30005225

8719157015660 36 160 40005500

Noxion LED Panel Delta Pro V3 30W 4070lm 4000K 1200*300 UGR<19 (2x36W eqv.)

Noxion LED Panel Delta Pro V3 Highlum 36W 5225lm 3000K 600*600 UGR<19 (4x18W eqv.)

Noxion LED Panel Delta Pro V3 Highlum 36W 5500lm 4000K 600*600 UGR<19 (4x18W eqv.)

Noxion LED Panel Delta Pro V3 Highlum 36W 5225lm 3000K 1200*300 UGR<19 (2x36W eqv.)

Noxion LED Panel Delta Pro V3 Highlum 36W 5500lm 4000K 1200*300 UGR<19 (2x36W eqv.)

132

136

145

153

145

153

80

80

80

80

80

80

2x36W

2x36W

4x18W

4x18W

2x36W

2x36W

50,000hrs

50,000hrs

50,000hrs

50,000hrs

50,000hrs

50,000hrs
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Protection Class

TECHNICAL SPECIFICATIONS

Technical Specifications

Dimmable

Beam Angle

IP

IK

Integrated Driver (Yes/No)

No

120º for UGR<22 / 90º for UGR<19

IP20

IK03

Class II

No

Mechanical Properties

Housing Material

Color (Housing)

Reflector Material

AL+PS+SPCC+PMMA

White RAL9003

PET

Application

Operating Temperature

Storage Temperature

-10℃~+45℃

-20℃~+60℃

Electrical Supply

Frequency

Voltage

AC/DC

Power Factor

50/60Hz

220-240V

AC

0.9

Certifications

Fixture Certifications

Test Reports

CE / RoHS

LM-79 / SDCM

Protection Class

UGR <22 / <19

PACKAGING

EAN Item Description
Weight
(kg)

8719157015554 Noxion LED Panel Delta Pro V3 30W 3960lm 3000K 600*600 UGR<22 (4x18W eqv.) 600*38*670 2.8

8719157015561 600*38*670 2.8

8719157015578 300*38*1270 3

8719157015585 300*38*1270 3

8719157015592 600*38*670 2.8

8719157015608 600*38*670 2.8

Noxion LED Panel Delta Pro V3 30W 4070lm 4000K 600*600 UGR<22 (4x18W eqv.)

Noxion LED Panel Delta Pro V3 30W 3960lm 3000K 1200*300 UGR<22 (2x36W eqv.)

Noxion LED Panel Delta Pro V3 30W 4070lm 4000K 1200*300 UGR<22 (2x36W eqv.)

Noxion LED Panel Delta Pro V3 30W 3960lm 3000K 600*600 UGR<19 (4x18W eqv.)

Noxion LED Panel Delta Pro V3 30W 4070lm 4000K 600*600 UGR<19 (4x18W eqv.)

Box 1 item

Units per 
masterbox

4

4

4

4

4

4

Dimensions
(mm) (HxWxD)

620*170*685

620*170*685

320*170*1285

320*170*1285

620*170*685

620*170*685

Weight
(kg)

12

12

13

13

12

12

8719157015615 Noxion LED Panel Delta Pro V3 30W 3960lm 3000K 1200*300 UGR<19 (2x36W eqv.) 300*38*1270 3

8719157015622 300*38*1270 3

8719157015639 600*38*670 2.8

8719157015646 600*38*670 2.8

8719157015653 300*38*1270 3

8719157015660 300*38*1270 3

Noxion LED Panel Delta Pro V3 30W 4070lm 4000K 1200*300 UGR<19 (2x36W eqv.)

Noxion LED Panel Delta Pro V3 Highlum 36W 5225lm 3000K 600*600 UGR<19 (4x18W eqv.)

Noxion LED Panel Delta Pro V3 Highlum 36W 5500lm 4000K 600*600 UGR<19 (4x18W eqv.)

Noxion LED Panel Delta Pro V3 Highlum 36W 5225lm 3000K 1200*300 UGR<19 (2x36W eqv.)

Noxion LED Panel Delta Pro V3 Highlum 36W 5500lm 4000K 1200*300 UGR<19 (2x36W eqv.)

4

4

4

4

4

4

320*170*1285

320*170*1285

620*170*685

620*170*685

320*170*1285

320*170*1285

13

13

12

12

13

13

Dimensions
(mm) (HxWxD)

Masterbox
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EAN Item Description

8719157015677 Noxion OTI DALI 35/220-240/A0LT2 800mA DIM for Panel Delta Pro V3

8719157003216

8719157003537

8719157003308

8719157003315

8719157001755

Noxion LED Panel Delta Pro V1 & V3 Mounting Clips

Noxion LED Panel Delta Pro V1 & V3 Suspension Kit

Noxion LED Panel Delta Pro V1 & V3 Security Cable 60x60 / 62.5x62.5

Noxion LED Panel Delta Pro V1 & V3 Security Cable 30x120

Noxion LED Panel Delta Pro V1 & V3 Surface Mounted Kit 60x60

8719157001779 Noxion LED Panel Delta Pro V1 & V3 Surface Mounted Kit 30x120

8719157004855

8719157004862

Noxion LED Panel Delta Pro V1 & V3 Surface Mounted Kit FastSlide 60x60

Noxion LED Panel Delta Pro V1 & V3 Surface Mounted Kit FastSlide 30x120

ACCESSORIES

8719157015677 8719157003216 8719157003537 8719157003308 8719157003315 8719157001755 8719157001779 8719157004855 8719157004862



SPECIFICATIONS DRIVER

Noxion LED Panel Delta Pro V3 30W Noxion OTI DALI 35/220-240/A0LT2
700mA DIM for Panel Delta Pro V3

Driver Xitanium 34W 0.8A 42V 230V I Xitanium 34W 0.8A 42V 230V I OTi DALI 35/220-240/1A0 LT2

Inrush Current Ipeak (A) 6.26 <20

Inrush Current Twidth (μs) 55 50

6.26

55

Noxion LED Panel Delta Pro V3 Highlum 36W Remarks

4x18W

Input Voltage 230V
Input Voltage 230V,
measured at 50% Ipeak

CIRCUIT BREAKER

Item

Noxion LED Panel Delta Pro V3 30W

B16

C16

34PCS

57PCS

34PCS

57PCS

Noxion LED Panel Delta Pro V3 Highlum 36W Item

DIMENSIONAL DRAWING
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*Dimensions in mm

DETAIL VIEW
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PHOTOMETRIC

8719157015554 8719157015561 8719157015578

8719157015585 8719157015592 8719157015608
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8719157015615 8719157015622 8719157015639
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