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DESCRIPTION

SPECIFICATIONS
EAN

Power
(W)

Lifespan 
L80 at 25°C

8719157004107 5 400 80 80

8719157004114 5 450 90 4000 80

8719157004121 5 450 90 6500 80

9 750 80

8719157004145 9 810 90 4000 80

8719157004152 9 810 90 6500 80

8719157004169 12 990 80

8719157004176 12 1080 90 4000 80

12 1080 90 6500 80

8719157004190 16 80

8719157004206 16 1440 90 4000 80

16 1440 90 6500 80

8719157004220 20 1650 80

20 1800 90 4000 80

8719157004244 20 1800 90 6500 80

LED T5 BATLINE

APPLICATION

Page 1 of 4

IP20

School

CongressLibraryRetail

Residential

90lm/W

8719157004138

8719157004183

8719157004213

8719157004237

1330

3000

3000

3000

3000

3000

The LED T5 Batline is a compact batten that combines the energy-saving 
advantages of LED technology with a very fast installation and high efficiency. The 
LED T5 Batline can be linked together 20 times with the 5 to 12 watt versions and 12 
times with the 16 to 20 watt versions, so that the complete lighting line is powered 
with one connection. 

Ideal for use in warehouses, parking garages, supermarkets and DIY stores. The 
Batline is plug & play and delivered with flicker free integrated driver, connection 
cable, coupling cable, mounting clips and switch. Thanks to minimum maintenance, 
less replacement costs and energy savings, a short payback period can be 
guaranteed.

Office

Lumen
(lm)

Efficiency 
(lm/W)

Input
current

Color
temperature (K)

83

83

83

83
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Dimmable No

120°

Protection class

Glow wire test 650°C

Mechanical properties

Optic PMMA

RVS

Application

50/60

220-240

AC

Power factor

CE

Test reports LM80

TECHNICAL SPECIFICATIONS
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PACKAGING INFORMATION

EAN
Units per Dimensions 

8719157004107 24

8719157004114 24

8719157004121 24

24

8719157004145 24

8719157004152 24

8719157004169 24

8719157004176 24

24

8719157004190 24

8719157004206 24

24

8719157004220 24

24

8719157004244 24

DIMENSIONAL DRAWINGS
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PHOTOMETRIC SPECIFICATIONS
Luminous emittance 1 / Polar LDC

T5 Batline 5W 3000K
Luminous emittance 1 / Cone diagram
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E(C0) 2.576.6°
E(C90) 3954.4°
E(0°) 398

E(C0) 0.6376.6°
E(C90) 9.854.4°
E(0°) 100

E(C0) 0.2876.6°
E(C90) 4.454.4°
E(0°) 44

E(C0) 0.1676.6°
E(C90) 2.454.4°
E(0°) 25

E(C0) 0.1076.6°
E(C90) 1.654.4°
E(0°) 16

E(C0) 0.0776.6°
E(C90) 1.154.4°
E(0°) 11

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 5W 4000K-6500K
Luminous emittance 1 / Cone diagram
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E(C0) 2.876.6°
E(C90) 4454.4°
E(0°) 448

E(C0) 0.7176.6°
E(C90) 1154.4°
E(0°) 112

E(C0) 0.3176.6°
E(C90) 4.954.4°
E(0°) 50

E(C0) 0.1876.6°
E(C90) 2.854.4°
E(0°) 28

E(C0) 0.1176.6°
E(C90) 1.854.4°
E(0°) 18

E(C0) 0.0876.6°
E(C90) 1.254.4°
E(0°) 12

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 9W 3000K
Luminous emittance 1 / Cone diagram
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E(C0) 4.776.6°
E(C90) 7354.4°
E(0°) 747

E(C0) 1.276.6°
E(C90) 1854.4°
E(0°) 187

E(C0) 0.5276.6°
E(C90) 8.254.4°
E(0°) 83

E(C0) 0.2976.6°
E(C90) 4.654.4°
E(0°) 47

E(C0) 0.1976.6°
E(C90) 2.954.4°
E(0°) 30

E(C0) 0.1376.6°
E(C90) 2.054.4°
E(0°) 21

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 9W 4000K-6500K
Luminous emittance 1 / Cone diagram
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E(C0) 5.176.6°
E(C90) 7954.4°
E(0°) 806

E(C0) 1.376.6°
E(C90) 2054.4°
E(0°) 202

E(C0) 0.5776.6°
E(C90) 8.854.4°
E(0°) 90

E(C0) 0.3276.6°
E(C90) 5.054.4°
E(0°) 50

E(C0) 0.2076.6°
E(C90) 3.254.4°
E(0°) 32

E(C0) 0.1476.6°
E(C90) 2.254.4°
E(0°) 22

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 12W 3000K
Luminous emittance 1 / Cone diagram

100

150

200

250

cd 990 lm
C0 - C180 C90 - C270

0° 15° 30° 45°

60°

75°

90°

105°

120°

135°150°165°180°165°150°135°

120°

105°

90°

75°

60°

45° 30° 15° 0°

E(C0) 6.276.6°
E(C90) 9754.4°
E(0°) 986

E(C0) 1.676.6°
E(C90) 2454.4°
E(0°) 246

E(C0) 0.6976.6°
E(C90) 1154.4°
E(0°) 110

E(C0) 0.3976.6°
E(C90) 6.154.4°
E(0°) 62

E(C0) 0.2576.6°
E(C90) 3.954.4°
E(0°) 39

E(C0) 0.1776.6°
E(C90) 2.754.4°
E(0°) 27

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 12W 4000K-6500K
Luminous emittance 1 / Cone diagram
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cd 1080 lm
C0 - C180 C90 - C270
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E(C0) 6.876.6°
E(C90) 10654.4°
E(0°) 1075

E(C0) 1.776.6°
E(C90) 2654.4°
E(0°) 269

E(C0) 0.7576.6°
E(C90) 1254.4°
E(0°) 119

E(C0) 0.4276.6°
E(C90) 6.654.4°
E(0°) 67

E(C0) 0.2776.6°
E(C90) 4.254.4°
E(0°) 43

E(C0) 0.1976.6°
E(C90) 2.954.4°
E(0°) 30

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 16W 3000K
Luminous emittance 1 / Cone diagram
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E(C0) 8.476.6°
E(C90) 13054.4°
E(0°) 1324

E(C0) 2.176.6°
E(C90) 3354.4°
E(0°) 331

E(C0) 0.9376.6°
E(C90) 1454.4°
E(0°) 147

E(C0) 0.5276.6°
E(C90) 8.154.4°
E(0°) 83

E(C0) 0.3376.6°
E(C90) 5.254.4°
E(0°) 53

E(C0) 0.2376.6°
E(C90) 3.654.4°
E(0°) 37

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 16W 4000K-6500K
Luminous emittance 1 / Cone diagram
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E(C0) 9.076.6°
E(C90) 14154.4°
E(0°) 1433

E(C0) 2.376.6°
E(C90) 3554.4°
E(0°) 358

E(C0) 1.076.6°
E(C90) 1654.4°
E(0°) 159

E(C0) 0.5776.6°
E(C90) 8.854.4°
E(0°) 90

E(C0) 0.3676.6°
E(C90) 5.654.4°
E(0°) 57

E(C0) 0.2576.6°
E(C90) 3.954.4°
E(0°) 40

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 20W 3000K
Luminous emittance 1 / Cone diagram
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cd 1650 lm
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E(C0) 1076.6°
E(C90) 16254.4°
E(0°) 1643

E(C0) 2.676.6°
E(C90) 4054.4°
E(0°) 411

E(C0) 1.276.6°
E(C90) 1854.4°
E(0°) 183

E(C0) 0.6576.6°
E(C90) 1054.4°
E(0°) 103

E(C0) 0.4176.6°
E(C90) 6.554.4°
E(0°) 66

E(C0) 0.2976.6°
E(C90) 4.554.4°
E(0°) 46

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4

Luminous emittance 1 / Polar LDC

T5 Batline 20W 4000K-6500K
Luminous emittance 1 / Cone diagram
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E(C0) 1176.6°
E(C90) 17654.4°
E(0°) 1792

E(C0) 2.876.6°
E(C90) 4454.4°
E(0°) 448

E(C0) 1.376.6°
E(C90) 2054.4°
E(0°) 199

E(C0) 0.7176.6°
E(C90) 1154.4°
E(0°) 112

E(C0) 0.4576.6°
E(C90) 7.154.4°
E(0°) 72

E(C0) 0.3176.6°
E(C90) 4.954.4°
E(0°) 50

C0 - C180 (Beam angle: 153.2°)
C90 - C270 (Beam angle: 108.8°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 4.20.50
1.4

1.0 8.41.0
2.8

1.5 131.5
4.2

2.0 172.0
5.6

2.5 212.5
7.0

3.0 253.0
8.4
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 Remarks

Driver

peak 5 7 7

width 200 200 200 peak

Remarks

Driver

peak 9 9

width 20 20 peak

SPECIFICATIONS DRIVER

DETAILS
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