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LED Waterproof Ecowhite V2.0

DESCRIPTION

The Noxion LED Waterproof Ecowhite V2.0 is a replacement for

traditional fluorescent fixtures, with an efficiency up to 117Im/w it

generates up to 50% energy savings. The Waterproof Ecowhite

V2.0 consists of an extruded impact-resistant and maintenance-

free PC body with an IP65 and IK10 classification. The fixture also

has a simple and tool-free plug & play installation. The luminaire is -
very economical and has an unbeatable price-quality ratio, making
the switch to LED lighting affordable for any budget. When replacing
your LED fixtures with the Waterproof Ecowhite V2.0 fixture, you
will make enormous savings in energy and maintenance costs, a
short payback period is guaranteed.

APPLICATIONS

Industry Warehouse Tunnel

Parking lot Sports hall Car wash

SPECIFICATION

Power Lumen Lamp Current CCK
Item description (W) (L) (mA) (K)
8719157010993  Noxion LED Waterproof Ecowhite V2.0 20W 4000K 600mm (2x18 eqv.) 20 2300 235mA 4000K >80
8719157011006  Noxion LED Waterproof Ecowhite V2.0 20W 6500K 600mm (2x18 eqv.) 20 2300 235mA 6500K >80
8719157011013  Noxion LED Waterproof Ecowhite V2.0 24W 4000K 1200mm (1x36 eqv.) 24 2800 250mA 4000K >80
8719157011020  Noxion LED Waterproof Ecowhite V2.0 24W 6500K 1200mm (1x36 eqv.) 24 2800 250mA 6500K >80
8719157011037  Noxion LED Waterproof Ecowhite V2.0 36W 4000K 1200mm (2x36 eqv.) 36 4200 240mA 4000K >80
8719157011044  Noxion LED Waterproof Ecowhite V2.0 36W 6500K 1200mm (2x36 eqv.) 36 4200 240mA 6500K >80
8719157011051  Noxion LED Waterproof Ecowhite V2.0 36W 4000K 1500mm (1x58 eqv.) 36 4200 240mA 4000K >80
8719157011068  Noxion LED Waterproof Ecowhite V2.0 36W 6500K 1500mm (1x58 eqv.) 36 4200 240mA 6500K >80
8719157011075  Noxion LED Waterproof Ecowhite V2.0 50W 4000K 1500mm (2x58 eqv.) 50 5800 330mA 4000K >80
8719157011082  Noxion LED Waterproof Ecowhite V2.0 50W 6500K 1500mm (2x58 eqv.) 50 5800 330mA 6500K >80
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Technical Specifications

Dimmable Non Dimmable
Beam Angle 120°

P 65

K 10

Protection Class |

Integrated Driver (Yes/No) Yes
Glow Wire Test 650°
Frequency (Hz) 50/60
Voltage (V) 220-240
AC/DC AC
Power Factor 0.9

PACKING INFORMATION

Item description

Mechanical Properties

Housing Material Polycarbonate (PC)
Color (Housing) White

Reflector Iron

Mounting Clips Stainless Steel

Operating Temperature -20~+40°C
Storage Temperature -20~+65°C
Lifetime Hours 30,000hrs
Fixture Certifications CE/RoHs
Test Reports LM-79/LM-80

8719157010993  Noxion LED Waterproof Ecowhite V2.0 20W 4000K 600mm (2x18 eqv.)

8719157011006  Noxion LED Waterproof Ecowhite V2.0 20W 6500K 600mm (2x18 eqv.)

8719157011013  Noxion LED Waterproof Ecowhite V2.0 24W 4000K 1200mm (1x36 eqv.)
8719157011020  Noxion LED Waterproof Ecowhite V2.0 24W 6500K 1200mm (1x36 eqv.)
8719157011037  Noxion LED Waterproof Ecowhite V2.0 36W 4000K 1200mm (2x36 eqv.)
8719157011044  Noxion LED Waterproof Ecowhite V2.0 36W 6500K 1200mm (2x36 eqv.)
8719157011051 Noxion LED Waterproof Ecowhite V2.0 36W 4000K 1500mm (1x58 eqv.)
8719157011068  Noxion LED Waterproof Ecowhite V2.0 36W 6500K 1500mm (1x58 eqv.)
8719157011075  Noxion LED Waterproof Ecowhite V2.0 50W 4000K 1500mm (2x58 eqv.)
8719157011082  Noxion LED Waterproof Ecowhite V2.0 50W 6500K 1500mm (2x58 eqv.)

CIRCUIT BREAKER

20W 24W 36W 50W
B16 70pcs 56pcs 40pcs 25pcs
C16 80pcs 66pcs 45pcs 30pcs

DIMENSIONAL DRAWING

‘ 610mm ‘
11 1
1210mm

Box 1 item Masterbox

Dimension(mm) Weight Units per Dimensions(mm) Weight
(LxWxH) ()] masterbox (LXWxH) (kg)
6106375 0.67 12 6507342+233 8.80
6106375 0.67 12 6507342233 8.80
1210*63*75 1.27 9 1250261233 12.2
1210"63'75 1.27 9 12507261233 122
1210"63°75 1.27 9 1250261*233 12.2
1210"63'75 1.27 9 12507261233 122
1510*63*75 1.67 9 16560261233 15.0
1510%63°75 1.57 9 1550*261*233 15.0
1510*63°75 157 9 1550%261*233 15.0
1510*63*75 1.57 9 15507261233 15.0

E 75mm

1510mm
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PHOTOMETRIC
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NOXION’
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