
8719157011860

8719157011891

EAN Item description
Power
(W)

CCK
(K)

Lumen
(LM)

8719157011723 Noxion LED Poseidon Pronox Waterproof IP65 V2.0 600mm 18W 2500LM 4000K 18 4000K2500

8719157011730 18 6500K2500

8719157011747 18 4000K2500

18 6500K2500

8719157011754 30 4000K4200

8719157011761 30 6500K4200

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 600mm 18W 2500LM 6500K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1200mm 18W 2500LM 4000K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1200mm 18W 2500LM 6500K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1200mm 30W 4200LM 4000K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1200mm 30W 4200LM 6500K 

Input Current
(mA)

79

79

79

79

135

135

Poseidon Pronox Waterproof IP65 V2.0

DESCRIPTION

APPLICATIONS

ELECTRICAL DATA

8719157011778 25 4000K3500

8719157011785 25 6500K3500

8719157011792 43 4000K6000

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 25W 3500LM 4000K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 25W 3500LM 6500K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 43W 6000LM 4000K 

113

113

180

OPTIONAL

8719157011808 43 6500K6000Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 43W 6000LM 6500K 180

8719157011815 55 4000K7700

8719157011822 55 6500K7700

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 55W 7700LM 4000K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 55W 7700LM 6500K 

235

235
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8719157011839 Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 4000K 65 4000K9100

8719157011846 65 6500K9100

8719157011853 65 6500K9100

65 6500K9100

8719157011877 65 6500K9100

8719157011884 65 6500K9100

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K Emergency

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K Dali

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K Sensor(Y)+Dali+Emergency

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K Dali+Emergency

270

270

285

285

285

285

Car wash

• Emergency Module
• DALI
• Motion Sensor

8719157012812 55 4000K7700Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 55W 7700LM 4000K Sensor(Y)+Dali+Emergency 285

CRI

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80

>80
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DIMENSIONAL DRAWING

Dimmable

Beam Angle

IP

IK

Protection Class

Integrated Driver

Glow Wire Test

Technical Specification

Electrical Supply

Frequency (Hz)

Voltage (V)

AC/DC

Power Factor

Housing Material

Color (Housing)

Reflector

Mounting clips

Mechanicla Properties

Operating Temperature

Storage Temperature

Lifespan L90B50

Application

Driver Certifications

Fixture Certifications

Test Reports

Certifications

CE / ENEC/ KEMA KEUR

50,000hrs

220-240

50/60

YES

Class I

IK10

IP65

No

TECHNICAL SPECIFICATIONS

8719157011860

8719157011891

EAN Item description
Dimension(mm)
(LxWxH)

Dimensio(mm)
(LxWxH)

Weight
(kg)

Weight
(kg)

8719157011723 Noxion LED Poseidon Pronox Waterproof IP65 V2.0 600mm 18W 2500LM 4000K 665*91*80 141

8719157011730 665*91*80 141

8719157011747 1265*91*80 11.421.7

1265*91*80 11.421.7

8719157011754 1265*91*80 11.421.7

8719157011761 1565*91*80 11.421.7

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 600mm 18W 2500LM 6500K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1200mm 18W 2500LM 4000K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1200mm 18W 2500LM 6500K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1200mm 30W 4200LM 4000K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1200mm 30W 4200LM 6500K 

Units per
masterbox

12

12

9

9

9

9

PACKAGING INFORMATION

8719157011778 1565*91*80 13.881.98

8719157011785 1565*91*80 13.881.98

8719157011792 1565*91*80 13.881.98

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 25W 3500LM 4000K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 25W 3500LM 6500K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 43W 6000LM 4000K 

6

6

6

8719157011808 1565*91*80 13.881.98Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 43W 6000LM 6500K 6

8719157011815 1565*91*80 14.122.02

8719157011822 1565*91*80 14.122.02

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 55W 7700LM 4000K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 55W 7700LM 6500K 

6

6

8719157011839 Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 4000K 1565*91*80 14.122.02

8719157011846 1565*91*80 14.122.02

8719157011853 1565*91*80 14.122.02

1565*91*80 14.122.02

8719157011877 1565*91*80 14.122.02

8719157011884 1565*91*80 14.122.02

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K 

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K Emergency

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K Dali

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K Sensor(Y)+Dali+Emergency

Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 65W 9100LM 6500K Dali+Emergency

6

6

6

6

6

6

680*390*265

680*390*265

1280*295*265

1280*295*265

1280*295*265

1280*295*265

1580*295*185

1580*295*185

1580*295*185

1580*295*185

1580*295*185

1580*295*185

1580*295*185

1580*295*185

1580*295*185

1580*295*185

1580*295*185

1580*295*185

140

650

AC

Pantone 538C

PC

SPCC+PC

Stainless Steel

CCC/ CE/ ENEC

LM79/ LM80

8719157012812 Noxion LED Poseidon Pronox Waterproof IP65 V2.0 1500mm 55W 7700LM 4000K Sensor(Y)+Dali+Emergency 1565*91*80 2.02 6 1580*295*185 14.12
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SPECIFICATION DRIVERS
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CIRCUIT BREAKER

B16

C16

600mm 18W 1200mm 18W 1200mm 30W 1500mm 25W 1500mm 43W 1500mm 55W

80pcs 80pcs 60pcs 60pcs 45pcs 30pcs

80pcs 80pcs 60pcs 60pcs 45pcs 30pcs

Item
Specification 1500mm 65W

30pcs

30pcs

1500mm 65W+DALI

29pcs

34pcs

PHOTOMETRIC SPECIFICATIONS

8719157011723 8719157011730 8719157011747

8719157011754 8719157011761 8719157011778

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

150.48

300.96

451.44

601.92

752.40
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

154.53

309.05

463.58

618.10

772.63
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

156.20

312.39

468.59

624.78

780.98

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

267.63

535.25

802.88

1070.51

1338.13
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

269.81

539.62

809.43

1079.24

1349.05
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

211.56

423.12

634.67

846.23

1057.79

Inrush current Ipeak

Inrush Current Twidth

60W 350mA
170V 230V

6.9 6.9

58 58

Driver

65W 55W

60W 350mA
170V 230V

5.56

47

43W

40W 350mA
115V 230V

5.16

47

30W

30W 350mA
85V 230V

5.16

47

25W

30W 350mA
85V 230V

3.58

40

18W

20W 350mA
57V 230V

Remarks

Input voltage 230V
Input voltage 230V,
measured at 50% Ipeak

Inrush current

Inrush current Ipeak

Inrush Current Twidth

60/220-240
/350

20.9 20.9

192 192

Driver

65W/DALI 55W/DALI

60/220-240
/350

Remarks

Input voltage 230V
Input voltage 230V,
measured at 50% Ipeak

Inrush current



PHOTOMETRIC SPECIFICATIONS

8719157011815 8719157011822 8719157011839

8719157011846 8719157011853 8719157011860

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

460.11

920.22

1380.33

1840.44

2300.55
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

447.71

895.43

1343.14

1790.86

2238.57
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

525.68

1051.37

1577.05

2102.74

2628.42

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

504.68

1009.36

1514.05

2018.73

2523.41
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

513.48

1026.96

1540.44

2053.92

2567.41
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

504.68

1009.36

1514.05

2018.73

2523.41
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8719157011785 8719157011792 8719157011808
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0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

208.22

416.44

624.66

832.87

1041.09
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

354.33

708.66

1062.99

1417.32

1771.65 0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

356.51

713.03

1069.54

1426.06

1782.57
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8719157011877 8719157011884 8719157011891

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

517.01

1034.03

1551.04

2068.05

2585.07
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

517.01

1034.03

1551.04

2068.05

2585.07
0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

163.77

327.55

491.32

655.10

818.87

PHOTOMETRIC SPECIFICATIONS

No upper light output ratio (ULOR 0%) when mounted at 0° tilt


