NOXION B=:)

Noxion LEDspot AR7O

DESCRIPTION

The Noxion LEDspot AR70 is an excellent replacement for
halogen lamps. It is the best choice to create the perfect ambience
for various applications such as: shops, hotels, restaurants, art
galleries and living rooms. The Noxion LEDspot AR70 enables
energy savings up to 80%, with a long lifetime up to 45.000 hours,
minimizing extra maintenance costs. Exceptional light quality can be
expected thanks to its high color rendering index.

The Noxion LEDspot AR70 sets itself apart with its robust, elegant
classic look and design; with Noxion’s Spot series, it is the easiest
and quickest way to upgrade your lighting fixture and embrace the
wonders of LED technology.

Please note: This lamp only works with the supplied LED driver. It is
not compatible with other conventional electronic halogen drivers.

APPLICATIONS

Retail Hotel Restaurant Office Residence Museum

TECHNICAL DATA

Electrical Data

Description Power Wattage Input Voltage Starting

(nom.) equivalent frequency (nom.) time
(rated) (nom.)

LEDspot AR70 BA15d 7-50W 927 36D 360Im DIM (Incl. Driver) 7W 50 W 50/60 Hz 220-240V <0.5s
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Light Technical Data

Luminous
flux
(nom.)

Description
flux

LEDspot AR70 BA15d 7-50W 927 36D 360Im DIM (Incl. Driver) 360 Im

Luminous

(rated)

360 Im

Colour Beam Beam LLMF at
rendering angle angle end of
index (nom.) (rated) nominal
(nom.) lifetime
(nom.)

Colour
designation

Correlated
colour
temperature
(nom.)

Luminous
intensity

(nom.)

500 cd 2700 K Warm White =90 70%

General Data

Description

Rated
lifetime

Nominal Dimmable

lifetime

SiWitelallale]
cycles

LEDspot AR70 BA15d 7-50W 927 36D 360Im DIM (Incl. Driver) Ba15d

AR70

(hours)
45,000 h

(nom.)

45,000 h 100,000 x Yes

Conformity
Description Energy Energy Mercury- Mercury
efficiency consumption free content
label kWh/1000h
LEDspot AR70 BA15d 7-50W 927 36D 360im DIM (Incl. Driver) A 7 kWh Yes Yes 0.0 mg
Dimensions Temperature
Description Height Diameter Description T-Case maximum
(B) (A) (nom.)
LEDspot AR70 BA15d 7-50W 927 36D 360Im DIM (Incl. Driver) 48.5mm  70mm LEDspot AR70 BA15d 7-50W 927 36D 360Im DIM (Incl. Driver) 75°C
Dimensional drawing
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Packaging Information

Box 1 Item Masterbox
Dimensions Weight Units per Dimensions Weight
Item description (mm)(LxWxH) (kg) masterbox  (mm)(LxWxH) (kg)
8719157006125  LEDspot AR70 BA15d 7-50W 927 36D 360Im DIM (Incl. Driver) 91x91x88 0.14 60pcs 524x386x280 11
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LEDspot AR70 BA15d 7-50W 927 CRI=90
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cd/kim —q79
C0 - C180 ———C90 - C270 1=97%
E(0°) 2412
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