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DESCRIPTION APPLICATIONS

The Noxion Lucent LED PLC lamp is an excellent retrofit
replacement for traditional fluorescent lamps. Thanks
to its high efficiency up to 111Im/w significant energy
savings of more than 50% can be achieved compared Retail Hotel Restaurant Office
to traditional fluorescent lamps. Furthermore due
to the long lifetime of 30,000 hours maintenance
cost can be reduced as well. The lucent LED PLC is
available in both EM and HF version. Therefore this
product can be used with both electromagnetic-and
electronic ballast. It is the easiest and quickest way to
upgrade your fixture with LED technology.
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ELECTRICAL DATA

Input

E Item Description El?l)uivalem z—zz;quency &(;Itage 'sl'it:::ng
2 8719157005913 Noxion Lucent LED PLC EM 6.5W/830 2-Pin G24d-2 (18W eqv.) 6.5 18 50/60 220-240 <0.5s
2 8719157005920 Noxion Lucent LED PLC EM 6.5W/840 2-Pin G24d-2 (18W eqv.) 6.5 18 50/60 220-240 <0.5s
2 8719157005937 Noxion Lucent LED PLC EM 9.5W/830 2-Pin G24d-3 (26W eqv.) 9.5 26 50/60 220-240 <0.5s
2 8719157005944 Noxion Lucent LED PLC EM 9.5W/840 2-Pin G24d-3 (26W eqv.) 9.5 26 50/60 220-240 <0.5s
8719157005951 Noxion Lucent LED PLC HF 6.5W/830 4-Pin G24qg-2 (18W eqv.) 6.5 18 30,000-80,000 20-50 <0.5s
8719157005968 Noxion Lucent LED PLC HF 6.5W/840 4-Pin G24g-2 (18W eqv.) 6.5 18 30,000-80,000 20-50 <0.5s
8719157005975 Noxion Lucent LED PLC HF 9W/830 4-Pin G249-3 (26W eqv.) 9 26 30,000-80,000 20-50 <0.5s
8719157005982 Noxion Lucent LED PLC HF 9W/840 4-Pin G24g-3 (26W eqv.) 9 26 30,000-80,000 20-50 <0.5s
8719157010146 Noxion Lucent LED PLC EM 4.5W/830/2-Pin G24d-1 (10W eqv.) 4.5 10 50/60 220-240 <0.5s
8719157010153 Noxion Lucent LED PLC EM 4.5W/840/2-Pin G24d-1 (10W eqv.) 4.5 10 50/60 220-240 <0.5s

LIGHT TECHNICAL DATA

% Luminous Correlated Color gg:\c::lrering LLMF at end of
s Item Description Flux (LM) Colour Temperature (K) Designation index (CRI) normal lifetime
2 8719157005913 Noxion Lucent LED PLC EM 6.5W/830 2-Pin G24d-2 (18W eqv.) 650 3000K Warm White >80 70%

2 8719157005920 Noxion Lucent LED PLC EM 6.5W/840 2-Pin G24d-2 (18W eqv.) 700 4000K Cool White >80 70%

2 8719157005937 Noxion Lucent LED PLC EM 9.5W/830 2-Pin G24d-3 (26W eqv.) 950 3000K Warm White >80 70%

2 8719157005944 Noxion Lucent LED PLC EM 9.5W/840 2-Pin G24d-3 (26W eqv.) 1000 4000K Cool White >80 70%
8719157005951 Noxion Lucent LED PLC HF 6.5W/830 4-Pin G24qg-2 (18W eqv.) 650 3000K Warm White >80 70%
8719157005968 Noxion Lucent LED PLC HF 6.5W/840 4-Pin G24q-2 (18W eqv.) 700 4000K Cool White >80 70%
8719157005975 Noxion Lucent LED PLC HF 9W/830 4-Pin G24qg-3 (26W eqv.) 900 3000K Warm White >80 70%
8719157005982 Noxion Lucent LED PLC HF 9W/840 4-Pin G24g-3 (26W eqv.) 1000 4000K Cool White >80 70%
8719157010146 Noxion Lucent LED PLC EM 4.5W/830/2-Pin G24d-1 (10W eqv.) 473 3000K Warm White >80 70%
8719157010153 Noxion Lucent LED PLC EM 4.5W/840/2-Pin G24d-1 (10W eqv.) 500 4000K Cool White >80 70%

GENERAL DATA

Nominal Switching Dimmable Finishing
Item Description lifetime Cycles
8719157005913 Noxion Lucent LED PLC EM 6.5W/830 2-Pin G24d-2 (18W eqv.) G24d-2 PLC 30,000h 50,000x No Frosted
8719157005920 Noxion Lucent LED PLC EM 6.5W/840 2-Pin G24d-2 (18W eqv.) G24d-2 PLC 30,000h 50,000x No Frosted
8719157005937 Noxion Lucent LED PLC EM 9.5W/830 2-Pin G24d-3 (26W eqv.) G24d-3 PLC 30,000h 50,000x No Frosted
8719157005944 Noxion Lucent LED PLC EM 9.5W/840 2-Pin G24d-3 (26W eqv.) G24d-3 PLC 30,000h 50,000x No Frosted
8719157005951 Noxion Lucent LED PLC HF 6.5W/830 4-Pin G24g-2 (18W eqv.) G24g-2 PLC 30,000h 50,000x No Frosted
8719157005968 Noxion Lucent LED PLC HF 6.5W/840 4-Pin G24g-2 (18W eqv.) G24g-2 PLC 30,000h 50,000x No Frosted
8719157005975 Noxion Lucent LED PLC HF 9W/830 4-Pin G24g-3 (26W eqv.) G249-3 PLC 30,000h 50,000x No Frosted
8719157005982 Noxion Lucent LED PLC HF 9W/840 4-Pin G24g-3 (26W eqv.) G249-3 PLC 30,000n 50,000x No Frosted
8719157010146 Noxion Lucent LED PLC EM 4.5W/830/2-Pin G24d-1 (10W eqv.) G24d-1 PLC 30,000h 50,000x No Frosted
8719157010153 Noxion Lucent LED PLC EM 4.5W/840/2-Pin G24d-1 (10W eqv.) G24d-1 PLC 30,000h 50,000x No Frosted

COMFORMITY

Energy Energy
Efficiency Consumption Mercury-Free Mercury
Item Description Label kwh/1000h Content
8719157005913 Noxion Lucent LED PLC EM 6.5W/830 2-Pin G24d-2 (18W eqv.) A+ 7kwh Yes Yes 0.0mg
8719157005920 Noxion Lucent LED PLC EM 6.5W/840 2-Pin G24d-2 (18W eqv.) A+ 7kwh Yes Yes 0.0mg
8719157005937 Noxion Lucent LED PLC EM 9.5W/830 2-Pin G24d-3 (26W eqv.) A+ 10kwh Yes Yes 0.0mg
8719157005944 Noxion Lucent LED PLC EM 9.5W/840 2-Pin G24d-3 (26W eqv.) A+ 10kwh Yes Yes 0.0mg
8719157005951 Noxion Lucent LED PLC HF 6.5W/830 4-Pin G24g-2 (18W eqv.) A+ 8kwh Yes Yes 0.0mg
8719157005968 Noxion Lucent LED PLC HF 6.5W/840 4-Pin G249-2 (18W eqv.) A+ 8kwh Yes Yes 0.0mg
8719157005975 Noxion Lucent LED PLC HF 9W/830 4-Pin G249-3 (26W eqv.) A+ 12kwh Yes Yes 0.0mg
8719157005982 Noxion Lucent LED PLC HF 9W/840 4-Pin G249-3 (26W eqv.) A+ 12kwh Yes Yes 0.0mg
8719157010146 Noxion Lucent LED PLC EM 4.5W/830/2-Pin G24d-1 (10W eqv.) A+ 5kwh Yes Yes 0.0mg
8719157010153 Noxion Lucent LED PLC EM 4.5W/840/2-Pin G24d-1 (10W eqv.) A+ Skwh Yes Yes 0.0mg
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TEMPERATURE

T-ambient T-Storage
Item Description Range Range

8719157005913 Noxion Lucent LED PLC EM 6.5W/830 2-Pin G24d-2 (18W eqv.) -20~35°C -20~65°C
8719157005920 Noxion Lucent LED PLC EM 6.5W/840 2-Pin G24d-2 (18W eqv.) -20~35°C -20~65°C
8719157005937 Noxion Lucent LED PLC EM 9.5W/830 2-Pin G24d-3 (26W eqv.) -20~35°C -20~65°C
8719157005944 Noxion Lucent LED PLC EM 9.5W/840 2-Pin G24d-3 (26W eqv.) -20~35°C -20~65°C
8719157005951 Noxion Lucent LED PLC HF 6.5W/830 4-Pin G24qg-2 (18W eqv.) -20~35°C -20~65°C
8719157005968 Noxion Lucent LED PLC HF 6.5W/840 4-Pin G24g-2 (18W eqv.) -20~35°C -20~65°C
8719157005975 Noxion Lucent LED PLC HF 9W/830 4-Pin G24q-3 (26W eqv.) -20~35°C -20~65°C
8719157005982 Noxion Lucent LED PLC HF 9W/840 4-Pin G24g-3 (26W eqv.) -20~35°C -20~65°C
8719157010146 Noxion Lucent LED PLC EM 4.5W/830/2-Pin G24d-1 (10W eqv.) -20~40°C -20~65°C
8719157010153 Noxion Lucent LED PLC EM 4.5W/840/2-Pin G24d-1 (10W eqv.) -20~40°C -20~65°C

PACKAGING INFORMATION

Box 1 item Masterbox
Dimensions Units per Dimensions
Item Description (LxWxH) (mm) Masterbox (LXWxH) (mm)

8719157005913 Noxion Lucent LED PLC EM 6.5W/830 2-Pin G24d-2 (18W eqv.) 33x33x147 0.075 100pcs 425x205x340 9.0
8719157005920 Noxion Lucent LED PLC EM 6.5W/840 2-Pin G24d-2 (18W eqv.) 33x33x147 0.075 100pcs 425x205x340 9.0
8719157005937 Noxion Lucent LED PLC EM 9.5W/830 2-Pin G24d-3 (26W eqv.) 33x33x167 0.080 100pcs 400x195x370 9.7
8719157005944 Noxion Lucent LED PLC EM 9.5W/840 2-Pin G24d-3 (26W eqv.) 33x33x167 0.080 100pcs 400x195x370 9.7
8719157005951 Noxion Lucent LED PLC HF 6.5W/830 4-Pin G24g-2 (18W eqv.) 33x33x147 0.075 100pcs 425x205x340 9.0
8719157005968 Noxion Lucent LED PLC HF 6.5W/840 4-Pin G24g-2 (18W eqv.) 33x33x147 0.075 100pcs 425x205x340 9.0
8719157005975 Noxion Lucent LED PLC HF 9W/830 4-Pin G24g-3 (26W eqv.) 33x33x167 0.090 100pcs 400x195x370 10.2
8719157005982 Noxion Lucent LED PLC HF 9W/840 4-Pin G249-3 (26W eqv.) 33x33x167 0.090 100pcs 400x195x370 10.2
8719157010146 Noxion Lucent LED PLC EM 4.5W/830/2-Pin G24d-1 (10W eqv.) 36x36x140 0.085 100pcs 385x305x3056 9.3
8719157010153 Noxion Lucent LED PLC EM 4.5W/840/2-Pin G24d-1 (10W eqv.) 36x36x140 0.085 100pcs 385x305x305 9.3

DIMENSION

3z Length Diameter

2 [tem Description (G ()

2 8719157005913 Noxion Lucent LED PLC EM 6.5W/830 2-Pin G24d-2 (18W eqv.) 146mm 31mm

2 8719157005920 Noxion Lucent LED PLC EM 6.5W/840 2-Pin G24d-2 (18W eqv.) 146mm 31mm

2 8719157005937 Noxion Lucent LED PLC EM 9.5W/830 2-Pin G24d-3 (26W eqv.) 165mm 31mm

2 8719157005944 Noxion Lucent LED PLC EM 9.5W/840 2-Pin G24d-3 (26W eqyv.) 165mm 31mm
8719157005951 Noxion Lucent LED PLC HF 6.5W/830 4-Pin G24g-2 (18W eqv.) 146mm 31mm
8719157005968 Noxion Lucent LED PLC HF 6.5W/840 4-Pin G24g-2 (18W eqv.) 146mm 31mm
8719157005975 Noxion Lucent LED PLC HF 9W/830 4-Pin G24g-3 (26W eqv.) 165mm 31mm
8719157005982 Noxion Lucent LED PLC HF 9W/840 4-Pin G24g-3 (26W eqv.) 165mm 31mm
8719157010146 Noxion Lucent LED PLC EM 4.5W/830/2-Pin G24d-1 (10W eqv.) 137mm 34,4mm
8719157010153 Noxion Lucent LED PLC EM 4.5W/840/2-Pin G24d-1 (10W eqv.) 137mm 34,4mm

DIMENSIONAL DRAWING
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EM 2-Pin G24d-2 HF 4-Pin G24q-2 EM 2-Pin G24d-1
EM 2-Pin G24d-3 HF 4-Pin G24q-3
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PHOTOMETRIC SPECIFICATIONS
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